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Jet Propulsion Laboratory

California Insticute of Technology 'pl
4800 Oak Grove Drive

Pasadena, California 91109

(818) 354-4321

February 15, 1991
TO: RECIPIENTS8 OF GOLDSTONE ENVIRONMENTAL PROTECTION REPORTS

The Office of Telecommunications and Data Acquisition (TDA) at JPL
is publishing a series of reports that describes several
envircrmental projects at the Goldstone Deep Space Communications
Complex (GDSCC). A report will be issued as each project in the
Goldstone Environmental Protection Program is completed.

The three-fold objectives of these reports are:

1) To provide Goldstone Maintenance and Operations personnel with
details of task implementation.

2) To serve as a basis for the documentation of environmental
activities at Goldstone, as regquired by regulatory agencies.

3) To provide prototype samples of reports that can be referred
to by other organizations that may be planning similar
environmental protection and compliance projects.

The planned TDA reports include the following:

Volume Approximate
Number Compliance Task Issue Date
1 Polychlorinated Biphenyl (PCB) Issued
Abatement Program (GDSCC)

2 Underground Storage Tanks - Compliance Issued
Program (GDSCC)

3 Environmental Compliance Audit: Issued
Final Report (GDSCC)

4 Asbestos 3Survey (GDSCC) Issued

5 Part One: Study of Subsurface Issued

Contamination (GDSCC)
Part Two: Guide to Implement Environ-
mental Compliance Prograns

6 Environmental Assessment: New 34M Antenna Issued
at Venus Site (GDSCC)
7 Environmental Resource Document (GDSCC) Issued
8 Modifications of Wastewater Issued
Evaporation Ponds (GDSCC)
9 Construction of Hazardous Materials Issued
Storage Facilities (GDSCC)
10 Environmental Assessment: Addition to Issued
BApollo Site (GDSCQ)
11 Environmental Assessment: Addition to Issued
Operations Bldg., Mars Site (GDSCC)
12 Asbestos Abatement (GDSCC) Issued
13 Underground Storage Tanks; Removal and This Issue
Replacement (GDSCC)
14 Contaminated Soil/Debris Removal (GDSCC) 5/01/91
15 Environmental Assessment: One Megawatt 6/01/91
Transmitter, Mars Site (GDSCC)
16 Waste Minimization 7/01/91
17 Non-Friable Asbestos 8/01/91

If additional copies, information or details are des}red, cqntact
Len Kushner, TDA Safety and Environmental Protection Engineer,

telephone (818) 354-1844, FTS 792-1844.

P

1.J. Justice, Manager
A sources and Safety
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ABSTRACT

The Goldstone Deep Space Communications Complex (GDSCC), located in the
Mojave Desert about 40 miles north of Barstow, California, and about 160 miles
northeast of Pasadena, is part of the National Aeronautics and Space Admin-
istration's (NASA's) Deep Space Network, one of the world's largest and most
sensitive scientific telecommunications and radio navigation networks. The
Goldstone Complex is managed, technically directed, and operated for NASA by
the Jet Propulsion Laboratory (JPL) of the California Institute of Technology
in Pasadena, California.

Activities at the GDSCC are carried out in support of six large parabolic
dish antennas. As a large-scale facility located in a remote, isolated desert
region, the GDSCC operations require numerous on-site storage facilities for
gasoline, diesel oil, hydraulic oil, and waste oil. These fluids are stored
in underground storage tanks (USTs).

Because USTs may develop leaks with the resultant seepage of their hazard-
ous contents into the surrounding soil, San Bernardino County (in which the
GDSCC is located), the State of California, and the Federal Government have
adopted stringent regulations for the nature, operation, and maintenance of
USTs.

In 1986, when the Environmental Projects Program began at the GDSCC, the
complex had 27 single-walled USTs. In 1987, following GDSCC temporary com-—
pliance with county, state, and Federal regulations regarding USTs, 15 of the
original 27 USTs remained in use, 11 USTs had been cleaned and degassed
(inerted) for temporary closure, and one UST had been cleaned and permanently
closed (abandoned in place). This preliminary compliance work with the
original 27 GDSCC USTs is described in JPL Publication 87-4, Environmental
Projects: Volume 2, Underground Storage Tanks Compliance Program (June 15,
1987).

This present volume describes what happened to the 26 USTs that remained
at the GDSCC. Twenty-four of these USTs were constructed of carbon steel
without any coating for corrosion protection, and without secondary containment
or leak detection. Two remaining USTs were constructed of fiberglass-coated
carbon steel but without secondary containment or leak protection.

This present volume partially is an expanded and updated JPL-version of a
Preliminary Engineering Report, entitled Removal and Replacement of Underground
Storage Tanks at the GDSCC, submitted by Engineering-Science, Inc., Pasadena,
California, to JPL in December 1987.

Of the 26 USTs that remained at the GDSCC, 23 were cleaned, removed from
the ground, cut up, and hauled away from the GDSCC for environmentally
acceptable disposal. Three USTs were permanently closed (abandoned in place).

To replace the functions of the 26 removed and abandoned, single-walled
USTs, the GDSCC installed 13 new, double-walled, fiberglass-coated, steel tanks
equipped with a monitoring system, placed in the annular space between the
inner and outer walls, to detect failures in either wall of the UST.
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In addition, the hydraulic oil interceptor system at the Mars Site was
greatly expanded to accommodate the maximum potential release of hydraulic oil
from the Mars antenna (DSS 14) to prevent the oil's entry into the environment.

As a result, the GDSCC now has 13 new functioning USTs and an expanded
hydraulic oil interceptor system that comply with all county, state, and
Federal regulations that govern the use of underground storage tanks and oil

interceptors.
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A/C

APCD
AQMD

BLM

CAC
Cal/OSHA

CERCLA

CFR
CcM
DHS
DOSH
DSCC
DSN
DSS
EA
EIC
EPA
E-S
FCS
FDS
GCF
GDSCC

GSA

GLOSSARY

Asphalt/Concrete

Air Pollution Control District

Air Quality Management District

U.S. Bureau of Land Management

California Administrative Code

California Occupational Safety and Health Administration

Comprehensive Environmental Response, Conservation and Liability
Act (Federal)

Code of Federal Regulations

Corrugated Metal

Department of Health Services (California)

Division of Occupational Safety and Health (California)
Deep Space Communications Complex

Deep Space Network

Deep Space Station

Environmental Assessment

Engineer in Charge

U.S. Environmental Protection Agency (see U.S. EPA)
Engineering-Science, Inc., Pasadena, California
Fiberglass Coated Steel

Fuel Dispensing Station

Ground Communications Facility

GColdstone Deep Space Communications Complex

General Services Administration (Federal)

Heavy Equipment



HEF
JPL

LEL
LRWQCB
MBGA
MBS

MTF
NASA
NESHAPS
NIOSH
NOAA
NOCC
NTC
OSHA
PER

R&D
RCRA
SBC/DEHS
SCANN
SETI
SOP

STS

TDA

TFC
TSCA

U.S. EPA

High-Efficiency (Antenna)

Jet Propulsion Laboratory

Lower Explosive Level

Lahontan Regional Water Quality Control Board

M. B. Gilbert Associates, Long Beach, California

Mojave Base Site (Goldstone)

Microwave Test Facility

National Aeronautics and Space Administration

National Emission Standards for Hazardous Air Pollutants
National Institute for Occupational Safety and Health
National Oceanic and Atmospheric Administration

Network Operations Control Center

National Training Center (U.S. Army)

Occupational Safety and Health Administration
Preliminary Engineering Report

Research and Development

Resource Conservation and Recovery Act (Federal)

San Bernardino County/Department of Environmental Health Services
Sensor for Control of Arterials and Networks

Search for Extraterrestrial Intelligence

Standard Operating Procedure

Space Transportation System (Space Shuttle)

Office of Telecommunications and Data Acquisition (JPL)
Technical Facilities Controller

Toxic Substances Control Act (Federal)

United States Environmental Protection Agency (see EPA)
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UST(s) Underground Storage Tank(s)
VLBI Very Long Baseline Interferometry

VRS Vapor Recovery System
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SECTION I

INTRODUCTION

A. BACKGROUND OF STATUS OF UNDERGROUND STORAGE TANKS (USTs) AT THE GDSCC

The Goldstone Deep Space Communications Complex (GDSCC), located in the
Mojave Desert about 40 miles north of Barstow, California, and about 160 miles
northeast of Pasadena, is part of the National Aeronautics and Space Admin-
istration's (NASA's) Deep Space Network (DSN), one of the world's larger and
most sensitive scientific telecommunications and radio navigation networks.
The GDSCC is managed, technically directed, and operated for NASA by the Jet
Propulsion Laboratory (JPL) of the California Institute of Technology in
Pasadena, California. A detailed description of the GDSCC is presented in
Section III of this report.

The GDSCC includes five distinct operational areas named Echo Site, Venus
Site, Mars Site, Apollo Site, and Mojave Base Site. Within each of the first
four sites is a Deep Space Station (DSS) that consists of at least one
parabolic dish antenna and support facilities. Although there are four DSN
operational sites at the GDSCC, there now are six operational parabolic dish
antennas because two antennas are located at the Mars Site and two are at the
Apollo Site. The Mojave Base Site, while it is part of the GDSCC, is not part
of the DSN but is operated by the National Oceanic and Atmospheric Administra-
tion (NOAA).

As a large-scale facility located in a remote, isolated desert region,
the GDSCC operations to support the various DSSs require numerous on-site
storage facilities for gasoline, diesel 0il, hydraulic oil, and waste oil.
The safest and most economical way to store the types and quantities of these
fluids is in underground storage tanks (USTs).

By 1984, the GDSCC had 27 USTs with tank capacities ranging from 500 to
24,000 gal. They were distributed as follows: Echo Site (11 USTs), Mars Site
(7 USTs), Mojave Base site (6 USTs), Apollo Site (2 USTs), and Goldstone Dry
Lake Airport (1 UST). Twenty-five of these USTs were constructed of single-
wall carbon steel without any outer coating for corrosion protection, and
without any secondary containment in the event of a leak and no instrumentation
to detect any leak. The two remaining USTs were constructed of single-wall
carbon steel with an outer coating of fiberglass for corrosion protection, but
without any provision for detection or containment of any leak.

A typical, cross-sectional diagram of the 27 USTs, as they existed at the
GDSCC in 1988, is presented in Figure 1. Table 1 is a summary of each of the
27 UST's location, numbered name, age, capacity, product stored, material of
construction, and status as of 1988.

In 1989, most of the 27 USTs at the cDSCC (25 of 27) were 15 to 20 years
old. This equals or exceeds the average life expectancy of an underground
unprotected steel tank. Thus, even without any environmental considerations,
many of these old USTs would have to be removed and replaced in the near
future.
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Table 1. Summary of 27 Old, Original USTs at the GDSCC
Tank Year Capacity Product Material of Status as

Number Installed (gal) Stored Construction of 1989

Echo Site

G25-1G 1961 10,000 Unleaded Steel Temporary Closure

G25-2G 1969 10,000 Unleaded Steel Permanent Closure;
Abandoned in Place

G42-1G 1969 2,000 Unleaded Steel In Service

G42-2D 1969 2,000 Diesel Steel Temporary Closure

TF-3D 1974 12,000 Diesel Steel Temporary Closure

TF-4D 1974 12,000 Diesel Steel Temporary Closure

G27-1D 1961 12,000 Unleaded Steel In Service

G27-2D 1961 12,000 Diesel Steel In Service

G27-3D 1960 15,000 Diesel Steel In Service

G24-1D 1973 12,000 Diesel Steel In Service

G24-2D 1973 12,000 Diesel Steel In Service

Mars Site

G81-1DA 1965 12,000 Diesel Steel In Service

G81-1DB 1965 12,000 Diesel Steel In Service

G81-2D 1984 12,000 Diesel FCS* In Service

G81-3D 1984 12,000 Diesel FCS* In Service

14-1W0 1973 920 Waste 0il Steel In Service

14-1HO 1971 10,000 Hydraulic 0il Steel In Service

14-2HO 1971 10,000 Hydraulic 0il Steel In Service

Mojave Base Site

M9-1D 1964 24,000 Diesel Steel In Service

M9-2D 1964 24,000 Diesel Steel Temporary Closure

M9-3D 1964 24,000 Diesel Steel Temporary Closure

M9-4WO 1964 500 Waste 0il Steel Temporary Closure

M56-1WO 1964 7,500 Waste 0il Steel Temporary Closure

M27-1G 1960 4,000 Unleaded Steel In Service

Apollo Site

Al-1G 1964 4,000 Unleaded Steel Temporary Closure

Al-2G 1964 7,500 Unleaded Steel Temporary Closure

Goldstone Dry Lake Airport

G71-1%* 1966 2,000 Aviation Fuel Steel Temporary Closure

* Fiberglass Coated Steel.

%x%A small, 100-gal, aboveground storage

was cleaned and removed from the GDSCC.
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The decision to remove and replace these old USTs was accelerated,
however, because of county, state, and Federal regulations dealing with USTs
that had been enacted in the mid-1980s. Thus, it was decided to remove or
abandon in place the old 27 USTs and to replace them with 13 new, double-walled
fiberglass-coated, steel tanks equipped with instrumentation to detect any
leaks in either the outer or inner shell of the UST.

The 13 new USTs would meet the operating needs of the GDSCC as the most
cost-effective and environmentally sound alternative to comply with the county,
state, and Federal regulations that pertained to USTs.

This present publication deals with the activities involved in the
excavation, cleaning, removal, cutting up, hauling away, and disposing in an
environmentally acceptable manner of 23 of the 27 old USTs at the GDSCC. 1In
addition, three of the 27 old USTs at the GDSCC were cleaned, but not removed
from the ground. They were filled with a concrete slurry and abandoned in
place. One UST, G25-2G, previously had been abandoned in place during
preliminary work carried out at the GDSCC in 1986-87.

This preliminary work was done to attain temporary compliance with county,
state, and Federal regulations pertaining to the use and maintenance of USTs,
and is described in detail in JPL Publication 87-4, Environmental Projects:
Volume 2, Underground Storage Tanks Compliance Program (June 15, 1987).

A partial discussion of this preliminary UST environmental work is
presented in the next section (Section II) of this publication.

Along with the discussion of the removal/abandonment and disposal of the
27 old USTs, this report also deals with the installation of 13 new USTs to
replace the 23 old USTs that had been removed and the & old USTs that had been
abandoned in place.

B. EXPANSION OF THE HYDRAULIC OIL INTERCEPTOR SYSTEM AT THE MARS SITE

As well as describing the work done at the GDSCC to bring its USTs into
compliance with county, state, and Federal environmental regulations, this
document also describes the expansion of the capacity of the hydraulic oil
interceptor system at the Mars Site. This expansion has resulted in a large
enough capacity to be able to accommodate the maximum potential release of
hydraulic oil from the Mars antenna (DSS 14).

This added capacity of the interceptor system is an environmentally
protective precaution to insure that hydraulic oil will not be released
accidentally as a contaminant into the intermittent stream channels located at
the Mars Site.
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SECTION II

PRELIMINARY WORK TO BRING UNDERGROUND STORAGE TANKS
AT THE GDSCC INTO TEMPORARY COMPLIANCE WITH
ENVIRONMENTAL REGULATIONS

A.  COUNTY, STATE, AND FEDERAL REGULATIONS PERTAINING TO UNDERGROUND STORAGE
TANKS (USTs)

By 1984, the GDSCC had 27 USTs dedicated to the storage of gasoline for
motor vehicles, diesel oil for electrical generators and heavy equipment,
hydraulic oil for antenna operations, and waste 0il produced during vehicle
and generator maintenance. These USTs were distributed as follows: Echo Site
(11 USTs), Mars Site (7 USTs), Mojave Base Site (6 USTs), Apollo Site (2 USTs),
and Goldstone Dry Lake Airport (1 UsT).

At about the same time (December 1983), laws concerning regulations for
the permitting, testing, and managing of USTs were adopted by San Bernardino
County, California (the county in which the GDSCC is located). These regula-
tions are listed in Division 8, Title 3, Underground Storage of Hazardous
Substances, of the San Bernardino County Code. Immediately thereafter (January
1984), the State of California also adopted similar regulations as described
in the State of California Health and Safety Code, Division 20, Chapter 6.7,
Underground Storage of Hazardous Substances.

Prior to January 1, 1984 if a city or a county had adopted UST ordinances
providing for double-walled containment, monitoring, and permitting that were
at least as comprehensive as the state statute, then the city or county could
enforce its own ordinances instead of invoking those in the state statute.
Thus, for owners and operators of USTs in San Bernardino County, which includes
the GDSCC, the environmental regulations of the San Bernardino County ordinance
that pertains to USTs take precedence over the state regulations.

The San Bernardino County Ordinance applies to '"any one or combination of
tanks, including pipes connected thereto, which is used for the storage of
hazardous substances and which is substantially or totally beneath the surface
of the ground.”" A "tank" is defined as "any stationary device designed to
contain an accumulation of hazardous substances which is constructed primarily
of non-earthen materials (e.g., wood, concrete, steel, and plastic) which
provides structural support."

The Ordinance applies to ''tanks" (as defined above) that store "hazardous
substances." These substances are defined to include any liquid or solid
listed by the California Director of Industrial Relations, any substance listed
by the National Fire Protection Association as a flammable liquid, a Class II
or I[II-A combustible liquid, or which is a hazardous substance pursuant to
Health and Safety Code 25316. Hazardous substances listed in the preceding
references include any designated hazardous or toxic waste under the Federal
Clean Water Act; the Federal Comprehensive Environmental Response, Conserva-
tion, and Liability Act (CERCLA); the Federal Resource Conservation and
Recovery Act (RCRA); the Federal Clean Air Act; the Federal Toxic Substances
Control Act (TSCA); and any waste considered hazardous or extremely hazardous
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pursuant to the California hazardous waste control law. Under these defini-
tions and designations, each of the USTs at the GDSCC contained materials that
are classified as hazardous substances.

The California State Statutes provide both civil and criminal penalties
for owners and operators of USTs found to be in violation of the regulations.
Operating a tank without a permit, failing to monitor the tank as required by
the permit, failing to maintain records or to report an unauthorized release
of a tank's contents, or failing to properly close a tank can subject UST
operators to a civil penalty of between $500 and $5,000 per day per event.

The same penalties apply to owners of USTs for failure to obtain a permit, for
failure to repair a UST in accordance with the statute, for abandonment or
improper closure of a tank, or for "knowing failure" to "take reasonable and
necessary steps to assure compliance...by the operator of an underground tank."

Thus, the passage of county, state, and Federal regulations that pertained
to USTs compelled the GDSCC to take action to bring its USTs into compliance
with the pertinent environmental regulations.

To do this, the GDSCC first had to determine the condition of its USTs.
This led to the decision to test each of its 27 USTs for leaks.

B. LEAK TESTING OF THE 27 USTs AT THE GDSCC

Beginning on December 1, 1986, Kern Environmental Service, a division of
Kern Backhoe Service, Inc., Bakersfield, California, began to test the 27 USTs
at the GDSCC for leaks.

The test procedure used is known as the Horner Ezy-Check Leak Detection
System. This test procedure uses a high- and low-liquid level test to differ—
entiate whether a leak is from the tank itself or from its associated piping.

The high-level test, which involves overfilling a tank by an approximately
3-ft high head of liquid contained in a standing vertical tube, determines
whether there are leaks in both the tank and its associated piping. The low-
level test, which involves filling a tank only to its capacity, determines
whether the tank itself leaks. Of course, if a high-level test indicated no
leakage, then a low-level test was not conducted.

Testing of the 27 USTs was completed on February 11, 1987. Interestingly,
no leaks involving the tanks themselves were found, but the piping or manways
associated with 12 USTs failed the Horner leak test. Faced with these results,
the GDSCC decided, with approval from San Bernardino County, to keep 15 USTs
temporarily in service, and to temporarily close 11 USTs. The 11 USTs taken
out of service, because they no longer were to be used ar their piping nad
failed to pass the Horner leak testing, were emptied, steam-cleaned, degassed,
and sealed to place the UST under temporary nlosure.

One UST, which could not be removed from the ground without extensive
damage to adjacent structures and buildings, was decided to be filled with a
concrete slurry and be abandoned in place. The specific USTs that were kept
temporarily in service, or were temporarily closed, cor were abandoned in place,
are listed in Table 1. A detailed description of this temporary work at the
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GDSCC is presented in JPL Publication 87-4, Environmental Projects: Volume 2,
Underground Storage Tanks Compliance Program (June 15, 1987).

This work with the 27 USTs at the GDSCC was only a temporary solution to
the UST problem, and received approval from San Bernardino County only if a
more permanent solution would be implemented in the near future.

Thus, in 1988-89, the GDSCC resolved its UST environmental problem in a
more permanent fashion by removing 23 USTs from the ground, cutting them up,
and disposing of them in an environmentally acceptable manner. Three USTs,
which would have presented severe difficulties if they were removed from the
ground, were abandoned in place. Thus, there are now four abandoned USTs
remaining in the ground at the GDSCC, two at the Echo Site and two at the Mars
Site.

To replace these removed/abandoned USTs, 13 new USTs were installed to
meet the operating needs of the CDSCC as the most cost-effective and environ-
mentally sound alternative to comply with the county, state, and Federal regu-
lations that pertained to USTs.

This present publication describes the work undertaken by the GDSCC (see

Section IV) to remove and replace USTs to bring its USTs into an updated
environmental compliance with San Bernardino County regulations.
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SECTION III

THE GOLDSTONE DEEP SPACE COMMUNICATIONS COMPLEX (GDSCC)

A. LOCATION OF THE GDSCC

The Goldstone Deep Space Communications Complex (GDSCC) is located in
southern California, in a natural, bowl-shaped depression in the Mo jave Desert,
in San Bernardino County about 40 miles north of Barstow, California, and about
160 miles northeast of Pasadena, California, where the Jet Propulsion Labora-
tory (JPL) is located.

As indicated in Section I, the GDSCC is part of the National Aeronautics
and Space Administration's (NASA's) Deep Space Network (DSN), one of the
world's largest and most sensitive scientific telecommunications and radio
navigation networks. The Goldstone Complex is managed, technically directed,
and operated for NASA by the Jet Propulsion Laboratory of the California
Institute of Technology in Pasadena, California.

The 52-mi2 Goldstone Complex lies within the western part of the Fort
Irwin Military Reservation (Figure 2). A Use Permit for the land was granted
to NASA by the U.S. Army. The Complex is bordered by the Fort Irwin Military
Reservation on the north, east and southeast; the China Lake U.S. Naval Weapons
Center on the northwestj and the state and Federal lands managed by the U.S.
Bureau of Land Management (BLM) on the south.

B. FUNCTIONS OF THE GDSCC

After the Space Act of 1958 had accelerated U.S. plans and programs for
space exploration, JPL initiated construction work at Goldstone to build the
first tracking station of what is now known as the Deep Space Network (DSN).
Thus, for more than three decades, the primary purpose of the DSN has been and
continues today to support the tracking of both manned and unmanned spacecraft
missions and to provide instrumentation for radio and radar astronomy in the
exploration of the solar system and the universe.

Over the years, the DSN has become a world leader in the development of
low-noise receivers; tracking, telemetry, and command systems; digital signal
processing; and deep space radio navigation.

The basic responsibilities of the DSN are to receive telemetry signals
from spacecraft, to transmit commands that control the various spacecraft
operations, and to generate the radio navigation data used to locate and guide
the spacecraft to its destination.

Because of its advanced technical ability to perform the above services,
the DSN also is able to carry out the following functions: flight radio-
science, radio and radar astronomy, very long baseline interferometry (VLBI),

precise measurement of minute earth movements (geodynamlcs), and participation
in the NASA Search for Extraterrestrial Intelligence (SETI).
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Goldstone also is a research and development (R&D) center to extend the
communication range and to increase the data acquisition capabilities of the
DSN. It serves as a proving ground for new operational techniques. Proto-
types of all new equipment are thoroughly tested at Goldstone before they are
duplicated for installation at overseas stations (see Section III, C below).

C. FACILITIES AT THE GDSCC

The GDSCC is a self-sufficient, working community with its own roads,
airstrip, cafeteria, electrical power, and telephone systems, and it is
equipped to conduct all necessary maintenance, repairs, and domestic support
services. Facilities at the GDSCC include about 100 buildings and structures
that were constructed during a 30-year period from the 1950s through the 1980s.
The construction of additional buildings and structures continues today as the
GDSCC increases its activities and operations.

Goldstone is one of three Deep Space Communications Complexes (DSCCs)
operated by NASA. The three DSCCs are located on three continents: at
Goldstone in southern California's Mojave Desert; in Spain, about 60
kilometers (37 miles) west of Madrid at Robledo de Chavela; and in Australia,
near the Tidbinbilla Nature Reserve, about 40 kilometers (25 miles) southwest
of Canberra. Because these three DSCCs are approximately 120 degrees apart in
longitude, a spacecraft is nearly always in view of one of the DSCCs as the
Earth rotates on its axis (Figure 3).

Activities at the GDSCC support six parabolic dish antennas at five sites
called Deep Space Stations (DSSs): Four sites are operational, while one is
devoted to R&D activities. There also are four, similar, operational DSSs in
Spain and in Australia. Thus, the NASA DSN consists of a worldwide network of
12 operational DSSs. There are three antennas at the Venus Site (for research
and development), while another parabolic dish antenna at Goldstone is
operated by the National Oceanic and Atmospheric Administration (NOAA).

A Network Operations Control Center (NoCC), located at JPL in Pasadena,
controls and monitors the DSN. A Ground Communications Facility (GCF) of the
DSN operates to link together the NOCC at JPL with the three DSCCs at Gold-
stone, Spain, and Australia.

Total NASA/JPL facilities at the GDSCC (Figure 4) include the six DSN
parabolic dish antennas, an airport, a microwave test facility, miscellaneous
support buildings, and a remote support facility in Barstow, California,
located about 40 miles south of the CDSCC. The GDSCC support staff consists
of about 260 personnel on-site and at the Barstow facility. Table 2
summarizes the major facilities, buildings (number and square footage), and
antennas (construction date and size). Three sites within the GDSCC have
antennas (referred to as stations) devoted to NASA DSN operations: Echo
Station, Mars Station, Uranus Station, and two antennas at the Apollo
Station. Two other sites have antennas devoted to research and development:
Venus, operated by the GDSCC, and Mojave, operated by the National Oceanic and
Atmospheric Administration.
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Table 2. Major Facilities at the GDSCC

Buildings Antennas
Station Date of Size
Site Number Number (ft2) Construction (Meters)
Echo Site DSS 12 25 79,208 1961° 3P
Venus Site DSS 13 15 12,589¢ 1962d 26
(present antenna) 9
DSS 13 (now under construction) 34
Mars Site DSS 14 14 41,754 1966 70€
DSS 15 1984 34
Apollo Site DSS 16 21 43,978 1965f 26
DSS 17 9
DSS 18 (proposed) 34
Mo jave Site 5 11,850 1964 128
Airport™ 3 4,848 1963/1970 —
Microwave MTF 1 2,880 1963 -
Test Facility
Miscellaneous - 3 1,430 —_— -
Barstow 1 28,343 — -

Facilityl

4The original antenna, built in 1959, was moved to the Venus Site in 1962.
A 26-meter antenna, built in 1961, was extended to 34 meters in 1978.

bThis antenna is to be dismantled and removed after the DSS 18 antenna at the
Apollo Site becomes operational in 1993.

CThis square footage does not include the two newly constructed facilities
for Hazardous Materials Storage and for Acid Wash.

dThis antenna was constructed at the Echo Site in 1959 and moved to the Venus
Site in 1962.

€0riginally constructed as a 64-meter antenna in 1966, this antenna was
enlarged to 70 meters in 1988.

fThis antenna originally was constructed for the NASA Goddard Space Tracking
and Data Network. JPL/GDSCC/DSN operation of the antenna began in October
1984,

8This antenna is operated by the National Oceanic and Atmospheric Admini-
stration.

hThe airport is located at the Goldstone Dry Lake.

iThis site, a leased facility, is located in Barstow, California, about
40 miles southwest of the GDSCC.

Source: Directory of Goldstone DSCC Buildings and Supporting Facilities (Gold)
Book, Document 880-165, JPL internal document, Jet Propulsion Labora-
tory and National Aeronautics and Space Administration, Revised
Edition, October 1989.
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A 26-meter (85-ft) antenna, located at the Pioneer Site, was deactivated
in 1981. In 1985, the Pioneer antenna (DSS-11) was designated a National
Historic Landmark by the U.S. Department of Interior, and the Pioneer Site was
returned to the U.S. Army. Each of the Goldstone sites is briefly described
below.

D. ANTENNA STATIONS AT THE GDSCC
1. Echo Site (DSS 12)

The Echo Site, as the administration center and operations head-
quarters of the GDSCC, is the most extensively developed site on the complex.
It has one 34-meter (111.5-ft) antenna and 24 support buildings, with a
combined area of 79,208 ft2, Support buildings include administration and
engineering offices, cafeteria, dormitory, transportation and maintenance
facilities, storage areas, and warehouses. The Echo Station originally was
built in 1959 as a 26-meter (85-ft) antenna. The antenna was first used in
1960 to support the Echo Project, an experiment to transmit voice communica-
tions coast-to-coast by bouncing radio signals off the reflective Mylar surface
of a passive balloon-type satellite. In 1962, this original 26-meter antenna
was moved to the Venus Site. In anticipation of this move, a newer 26-meter
antenna had been built at the Echo Site in 1961. In 1978, this antenna was
enlarged to 34 meters (111.5 ft). The present antenna is approximately
35 meters (113 ft) high and weighs about 270,000 kilograms (300 tons). In
1993, it is to be replaced by the new DSS 18 34-meter antenna that is proposed
to be constructed at the Apollo Site.

2. Venus Site (DSS 13)

The Venus Site consists of two antennas: a 26-meter (85-ft) antenna
and a 9-meter (29.5-ft) antenna. The smaller antenna is no longer used. There
are 15 buildings having a combined area of 12,589 ft2. The support buildings
provide space for operations control, laboratories, of fices, security, work-
shops, warehouses, and mechanical equipment. The 26-meter antenna, which was
originally located at the Echo Site, was moved to the Venus Site in 1962. The
antenna was used for a radar astronomy study of the planet Venus. Currently,
its primary functions are research and development and performance- and
reliability-testing of high-power radio-frequency transmitters and new systems
and equipment prior to their introduction into the Deep Space Network.

A new 34-meter (111.5-ft) antenna is now under construction to replace
the 26-meter antenna. The new DSS 13 antenna is planned to begin research and
development activities in 1991. An Environmental Assessment concerning this
new antenna is the subject of JPL Pubiication B87-4, Volume 6, Evironmental
Assessment: New 34-Meter Antenna at Venus Site (June 15, 1988).

3. Mars Site (DSS 14 and DSS 15)

The Mars Site consists of two antennas and 14 buildings, with a
combined area of 41,754 ft2. The support buildings provide facilities for
operations control, offices, training, mechanical equipment, storage, and
security. In May 1989, M. B. Gilbert Associates (MBGA), Long Beach, Cali-
fornia, submitted an Environmental Assessment to JPL concerning the construc-
tion work needed for a proposed building extension to the Operations Building
(Bldg. G-86) at the Mars Site.
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JPL Publication 87-4, Volume 11, Environmental Assessment: Addition to
Operations Building, Mars Site (February 15, 1990), is an expanded JPL-version
of the EA document submitted to JPL by MBGA in May 1989,

The Mars Station Antenna (DSS5-14), at 70 meters (230 ft) in diameter, is
one of the larger antennas of its kind in the world (see front cover). The
antenna, which was constructed as a 64-meter antenna in 1966 and enlarged to
70 meters in 1988, is 7.25 times more powerful and sensitive than a 26-meter
antenna, extending the range of deep space communications by 2.7 times. It
can maintain communications with spacecraft to the edge of the solar system.
Standing more than 235 ft high, this antenna is one of the more striking
features to be seen in the GDSCC geographic area. The 70-meter antenna was
used in August 1989 for the Voyager 2 spacecraft's encounter with the planet
Neptune. The latter is located at a distance of 4.5 billion kilometers
(2.8 billion miles) from Earth.

The Uranus Station Antenna (DSS-15) is a 34-meter, high-efficiency (HEF),
precision-shaped antenna, located approximately 1,600 ft southeast of the Mars
Station Antenna. Built in 1984, this latest antenna at the GDSCC first was
used in January 1986 to support the encounter of the Voyager 2 spacecraft with
the planet Uranus. The latter is located at a distance of more than 3 billion
kilometers (1.8 billion miles) from Earth. The new, proposed 34-meter,
precision-shaped antennas, now under construction at the Venus Site (see above)
and proposed for the Apollo Site (see below), are similar in size and structure
to this Uranus Station antenna.

4, Apollo Site (DSS 16, DSS 17, and DSS 18)

The Apollo Site has a 26-meter (85-ft) antenna (DSS 16), a 9-meter
(29.5-ft) antenna (DSS 17), and 21 buildings, with a combined total area of
43,978 ft2. The buildings provide space for operations, equipment, storage,
and warehousing. The 26-meter antenna originally was constructed in 1965 by
NASA's Goddard Space Tracking and Data Network to support the manned Apollo
missions to the moon. Operation of this antenna under JPL management began in
October 1984. Both the 26-meter and the 9-meter antennas now are used to
support the missions of the Space Shuttle (STS) and satellites in both low and
high Earth orbits. In May 1989, M. B. Gilbert Associates, Long Beach, Cali-
fornia, submitted an Environmental Assessment to JPL concerning the construc-
tion work needed for a proposed new 34-meter (111.5-ft) antenna (DSS-18) at
the Apollo Site. The details of this Environmental Assessment are described
in JPL Publication 87-4, Volume 10, Environmental Assessment: New 34-Meter
Antenna at Apollo Site (January 15, 1990).

5. Mojave Base Site (NOAA Antenna)

The Mojave Base Site has one antenna and five buildings, with a
combined area of 11,850 ft2. At one time, these buildings provided support
facilities for operations, equipment, and maintenance. Except for the National
Oceanic and Atmospheric Administration (NOAA) operations buildings, however,
these buildings now are not in use.

The Mojave Base Site Antenna is a 12-meter (40-ft) antenna operated by
NOAA. The antenna is involved in several programs, including monitoring of
shifts in the Earth's tectonic plates, monitoring weather changes, and retriev-
ing information from very low-orbiting Earth satellites.
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E. SUPPORT FACILITIES AT THE GDSCC
1. Goldstone Dry Lake Airport

The airport consists of an approximately 6,000- by 100-ft paved
runway. There are two buildings at the airport site, neither of which is
presently in use. An open hangar is used to provide shelter for a single air-
craft. For its personnel, NASA operates three scheduled shuttle flights per
week to the GDSCC that originate from the Burbank-Glendale-Pasadena Airport.
In addition, the Goldstone airport is used infrequently by administrative Army
flights. Both NASA and the U.S. Army use propeller-driven aircraft.

2. Microwave Test Facility and Fire-Training Area

The Microwave Test Facility (MTF) and Fire-Training Area consist of
a single building of 2,880 ft2 along with areas identified for fire fighting.
The MTF is used for research and development testing of antenna microwave
equipment. Fire training includes procedures for the quenching of fires.

3. Miscellaneous Buildings in the GDSCC Area

Three buildings and structures at the GDSCC that fall into this
category include the main gatehouse, pump house, and radio spectrum monitor.
The total area of these three buildings/structures is 1,430 fr2,

4, Off-Site Facility at Barstow, California

In addition to the above-mentioned on-site facilities, the GDSCC
leases an office and warehouse support facility in the nearby city of Barstow.
The facility is a single-story, 28,3&3—ft2 structure located at 850 Main
Street.

F. NON-STRUCTURAL SUPPORT FACILITIES AT THE GDSCC
1. Transportation Network

The major roadways in the area are shown in Figure 5. The only
surface public transportation route to the GDSCC is by the Fort Irwin Road that
leads to Fort Irwin. The NASA Road cutoff from Fort Irwin Road leads into the
GDSCC. NASA Road merges with Goldstone Road, which is the only north-south
paved access road within the complex. Both NASA and Goldstone Roads are paved
two—lane roads and are maintained by the Fort Irwin Post Engineer. Two-lane
paved access roads also lead to each of the sites and major facilities.

2. Utilities and Services

The Southern California Edison Company provides electricity for the
Goldstone Complex. The GDSCC provides its own backup diesel-engine generators
for operations during emergencies and to ensure continuity of electrical ser-
vice for prescheduled periods of time. Gasoline, diesel oil, and hydraulic
0il are stored in double-walled underground storage tanks fitted with sensors
between the walls to detect leaks. Water is supplied by Fort Irwin from
groundwater basin wells. Sanitary sewage is discharged through septic tank
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systems to leaching fields. The Echo and Mars Sites discharge wastewater to
evaporation ponds (see JPL Publication 87-4, Environmental Projects: Volume 8-
Modifications of Wastewater Evaporation Ponds (October 15, 1989).

G. SOLID-WASTE MANAGEMENT FACILITIES AT THE GDSCC

At the Echo Site, the GDSCC operates its own 10-acre, Class III solid-
waste landfill. This facility accepts only nonhazardous, solid wastes.

Most of a small quantity of hazardous waste, generated at the GDSCC each
year, is sent to off-gsite commercial facilities for reclamation and eventual
reuse. The remainder is transported to off-site commercial treatment or dis-
posal facilities within 90 days of generation. The GDSCC now has four, new,
properly managed storage facilities for hazardous materials and wastes, one is
located at the Echo Site and another at the Venus Site, but operates no facil-
ities requiring a hazardous waste permit. Details concerning the construction
of these two new storage facilities for hazardous materials and wastes at the
Echo and Venus Sites are described in JPL Publication 87-4, Environmental
Projects: Volume 9, Construction of Hazardous Materials Storage Facilities,
November 15, 1989. Two more storage facilities for hazardous materials and
wastes, one at the Mars Site and the other at the Apollo Site, were completed
in 1990. In accordance with its environmental management program, the GDSCC
conducts all of its waste-management operations in strict compliance with
environmental regulations, in a manner consistent with protection of human
health and the environment.

H. WASTEWATER MANAGEMENT FACILITIES AT THE GDSCC

Four functioning sewage evaporation ponds -- one pair at the Echo Site
and another pair at the Mars Site —- are designed to receive effluent from
upstream septic tank systems. Extensive work was completed in the spring of
1989 to repair and reshape the previously eroded embankments of the wastewater
evaporation ponds. Details of this construction work are recorded in JPL
Publication 87-4, Environmental Projects: Volume 8, Modifications of Waste-—
water Evaporation Ponds, October 15, 1989.

I. UNDERGROUND STORAGE TANKS AT THE GDSCC

As a large-scale facility located in a remote, isolated desert region, the
GDSCC operations to support the various DSS antennas require numerous on-site
storage facilities for gasoline, diesel 0il, hydraulic oil, and waste oil. The
most environmentally safe and economical way to store large quantities of these
liquids is in double-walled, steel shells with outer fiberglass coating for
corrosion protection, and a monitoring system in the annular space between the

inner and outer shells to detect any leaks in either shell.

The installation of 13 new underground storage tanks with the above-
described, environmentally safe properties (7 at the Echo Site, 5 at the Mars
Site, and one at the Mojave Base Site) is discussed in detail in this present
volume.
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J. OPERATIONAL RELATIONSHIPS BETWEEN THE GDSCC AND FORT IRWIN

Because the GDSCC is located within the Fort Irwin property, the two
installations potentially can affect each other's roles and missions. Fort
Irwin is a U.S. Army installation serving as the U.S. Army National Training
Center (NTC). The remote desert environment allows military task forces to
practice large-scale training maneuvers that could affect natural, historic,
and cultural resources at the GDSCC. This especially is true when the
maneuvers involve the movement of heavy equipment (tanks, large trucks) within
the GDSCC. Most maneuvers occur at the eastern border of the GDSCC, and every
effort is made by both the GDSCC and Fort Irwin personnel to avoid the use of
sensitive areas for such maneuvers.

K. NATURAL ENVIRONMENTAL ASPECTS OF THE GDSCC
1. Geology

The GDSCC is located in the North Central section of the Mojave
Desert Province. Typically, the Mojave Desert Province consists of broad,
flat plains separated by low mountains (1,000 to 2,000 ft of topographic
relief). The GDSCC is situated within one of these low mountain areas.

The GDSCC is located in a naturally occurring bowl-shaped depression
bounded on three sides by geological faults. The Garlock Fault lies to the
north, while the Blackwater and Calico Faults lie, respectively, to the west
and south. The GDSCC is bounded on the east by the Tiefort Mountains. Each
antenna site at the GDSCC is located on natural alluvial material, ranging in
thickness from 15 feet at the Venus Site to more than 70 feet at the Echo Site.
The alluvium is derived from the surrounding hills.

2. Hydrology

Groundwater in the Goldstone area is generally confined and is
found at depths ranging from 170 ft near the Minitrack Site to approximately
1,000 ft below the Echo Site. Chemical analyses of the groundwater have
yielded total dissolved solids (TDS) values in excess of 1,000 ppm, indicating
that the groundwater is brackish. The Goldstone Complex currently obtains
potable water from a group of wells located at Fort Irwin, approximately
10 miles to the southeast.

3. Climatic Conditions

The GDSCC lies within the U.S. Naval Weather Service's Southwest
Desert, Climatic Area A. Mean annual temperatures for the area range from S50°F
to 80°F. Temperatures can climb as high as 114°F during the summer months, and
drop as low as 11°F during the winter months. Mean annual precipitation for
the area is approximately 2.5 in.; most precipitation falls between November
and February.
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SECTION IV

WORK CARRIED OUT AT THE GDSCC IN THE REMOVAL/ABANDONMENT OF
26 OLD UNDERGROUND STORAGE TANKS

A. INTRODUCTION

In December 1988, work began to bring the USTs at the GDSCC into final
compliance with county, state, and Federal environmental regulations. The
Contractor who performed the work is Jenkin Construction Co., Long Beach,
california, while the work was overseen by Engineering—Science, Inc., Pasadena,
California.

The progress of the work, which was completed in mid-May 1989, is summar-
ized in a chronology of work involved in removal and replacement of USTs at
the GDSCC (see Table 3 at the end of this Section).

When the work began in late 1988, there were 27 USTs at the GDSCC. Their
original use and geographical distribution were as follows:

(1) Echo Site: Eleven USTs, of which 6 were in service, L, were tempor-—
arily closed, and one was permanently closed and abandoned in place. Of the
11 USTs, 7 were diesel fuel tanks, and 4 were unleaded gasoline tanks. One of
these unleaded gasoline tanks, G25-2G, had been emptied, steam cleaned,
degassed (inerted), filled with a concrete slurry and abandoned in place as
a result of previous work that had been performed during 1986-87 (see Sec-
tion II).

(2) Mars Site: Seven USTs, of which all 7 were in service. Of the 7
USTs, 4 were diesel fuel tanks, 2 were hydraulic oil tanks, and one was a waste
oil tank.

(3) Mo jave Base Site: Six USTs, of which 2 were in service and 4 were
temporarily closed. 0f the 6 USTs, 3 were diesel fuel tanks, 2 were waste oil
tanks, and one was an unleaded gasoline tank.

(4) Apollo Site: Two USTs, both of which were unleaded gasoline tanks
and both were temporarily closed.

(5) Goldstone Dry Lake Airport Site: One UST that was an aviation fuel
tank and was temporarily closed. A small, 100-gal, aboveground, aviation fuel
tank (G70-1) also was at this site.

Temporary closure of a tank means that the UST was emptied of its contents
and steam cleaned to remove any residual sludge. Fifteen (15) pounds of solid
carbon dioxide (Dry Ice) then were placed into the cleaned tank for each
1,000 gallons of the tank's volume to purge the tank's interior of any
flammable vapors to levels that precluded any fire or explosion hazard. The
use of Dry Ice to inert USTs G25-1G and G25-2G is depicted in Figures 6 and 7.
Finally, the UST was sealed with a concrete cap to allow the tank to be
disposed of in the future in an environmentally acceptable way.



Figure 6.
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B. GENERAL PROCEDURES TO EXCAVATE OLD USTs AT THE GDSCC

Procedures to excavate USTs at the GDSCC and the subsequent closure of
their excavation pits were carried out in compliance with San Bernardino
County/Department of Environmental Health Services (SBC/DEHS) environmental
requirements and regulations.

Prior to the start of any tank closures, permits to close each of the
GDSCC USTs were obtained from the SBC/DEHS. After issuance of the SBC/DEHS
permits, a GDSCC excavation permit was obtained by the JPL project manager
because scheduling of tank removal operations was needed to take into account
various regulatory site inspection requirements, critical tracking periods,
and other GDSCC activities.

Before the start of a tank-excavation procedure, any remaining liquid
and/or sludge was removed from the tank. Only after this was done was the
tank exposed and the piping disconnected. Care was taken during the disconnec-
tion of the piping to prevent any residual liquids in the pipes from being
released into the excavation. A combustible-gas meter was used during the
excavation procedures to indicate whether there were any potentially hazardous
concentrations of combustible vapors. A typical view of an excavation to
remove an old UST and its associated piping is shown in Figure 8.

Each tank was rendered inert prior to its removal from the excavation.
This was achieved by steam cleaning the tank to remove any residual liquids.
The cleaned tank then was degassed to purge any remaining combustible vapors.
Degassing, also known as inerting, was performed by placing solid carbon
dioxide (Dry Ice) into the tank shell in a ratio of 15 pounds of dry ice per
1,000 gallons of tank capacity. The combustible-gas meter was used to monitor
the effectiveness of the degassing procedure.

Before the present work began, 11 USTs at the GDSCC had been temporarily
closed. These USTs had previously been emptied and rendered inert (degassed).
After confirming that these 11 temporarily closed tanks, listed in Table 1,
were still inert (using a combustible-gas meter), they were removed from the
excavation without any additional steam cleaning or degassing.

If there was visual or olfactory (odor) evidence of soil contamination
when the tanks were removed, the SBC/DEHS tank-removal inspector required that
soil samples be collected from the excavation bottom. These samples were for-
warded to a State-certified analytical laboratory and analyzed for the various
compounds that had been stored in the tank. If soils were contaminated, they
were disposed of, after analysis, at a permitted hazardous waste disposal
facility.

Vent, product, and recirculation lines entering the excavation either were
removed or capped at both ends of the piping run. Underground electrical,
water, and air lines and all aboveground piping were removed unless a portion
of them were to be reused in one of the new tank installations. Pumps, pump
islands, old concrete, and asphalt were removed from the excavation area.

These materials, along with any removed piping, were transported to the GDScCcC
on-site solid waste disposal facility at the Echo Site.
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The fates of the 23 old UST shells that were removed, and that of the
single small aboveground tank at the Goldstone Dry Lake Airport, varied as
follows: eight of the 24 old tank shells were cut up as scrap at the GDSCC and
the scrap was delivered to Avalon Salvage, Inc., Hinkley, California, while 16
of the 24 old tank shells were hauled intact to Avalon Salvage, Inc., where
they were destroyed. The correspondence concerning the destruction of the 24
old tank shells is presented in Appendix A.

C. GENERAL PROCEDURES TO CLOSE THE EXCAVATION PITS FROM WHICH THE OLD USTs
HAD BEEN REMOVED

After the USTs at the GDSCC were exhumed from their respective excava-
tions, the excavation pits were closed by backfilling, compaction, and, where
appropriate, resurfacing with asphalt and/or concrete. Backfill material was
available from native soils near each excavation. The backfill material was
compacted to 95 percent of maximum density at optimum moisture. Compaction
testing was required at several sites to assure future integrity of surface
covers and nearby buildings. All concrete used in resurfacing the filled and
compacted excavation pits at the GDSCC contains Lytle Creek Aggregate.

The only exception to this general closure procedure was the excavation
of the GB1-2D and G82-3D USTs at the Mars Site. After the two USTs were
removed from this excavation, the excavation was not filled but was enlarged
to accommodate the two new 25,000 gallon USTs, G82-1D and G81-2D, for the Mars
Generator Building (G-81). Closure of this particular excavation pit was
carried out in accordance with the SBC/DEHS requirements for the installation
of new USTs.

D. SPECIFIC REMOVAL OR ABANDONMENT OF OLD USTs AT THE GDSCC

O0f the original 27 old USTs at the GDSCC, one already had been abandoned
in place in 1987. The 1988-89 work described in this present publication,
therefore, only had to deal with 26 USTs, 15 of which were in service, and 11
of which had been closed temporarily. Of these 26 USTs, 23 were removed from
the ground, cut up, hauled away, and disposed of in an environmentally accept-
able manner. Two USTs at the Mars Site, and one at the Echo Site, however,
because of possible structure and building damage that could occur during
their excavation, were not removed but were abandoned in place. Thus, of the
original 27 USTs at the GDSCC, four USTs now remain abandoned in the GDSCC
ground.

The removal of the 23 USTs from the ground is described, by site, as
follows:

(1)  Echo Site:
A generalized plot plan to permit the easy location of the major

buildings at the Echo Site is depicted in Figure 9. A more detailed plot plan
of the Echo Site as it was in 1987 is shown in Figure 10.
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a. UST Group G27

- This group of three diesel-fuel USTs (G27-1D, G27-2D, and
G27-3D) was among the oldest USTs at the GDSCC: the 12,000 gal G27-1D and the
12,000 gal G27-2D were installed in 1961, while the 15,000 gal G27-3D was
installed in 1960. The three tanks were located southeast of Building G-27 as
depicted in Figure 11, a partial plot of the Echo Site that shows the loca-
tions of five groups old USTs. Building G-27 is an Office/Storage Building.

In December 1986, each of the three G-27 USTs had passed a Hormer leak
test and each was kept in service. USTs G27-1D and G27-2D were retained as
diesel fuel tanks, while UST G2-3D, the 15,000 gal tank, was converted to a
temporary unleaded gasoline tank designated G27-1G. This diesel oil-to-
unleaded gasoline conversion made up for the losses of two previous gasoline-
dispensing tanks, UST G25-1G (temporary closure) and UST G25-2G (abandoned in
place).

Thus, UST G27-3D also may be referred to in this report as UST G27-1G;
both designations, however, refer to the same UST. )

USTs G27-1D and G27-2D were steam cleaned, inerted, exhumed, and the tank
shells were hauled away from the GDSCC. The area from which these two USTs
had been removed was backfilled, compacted, and resurfaced with concrete.

Because UST G27-3D, however, was adjacent to Bldg. G-27 (see Figure 12),
it could not be removed without resultant damage to the building. Thus, it was
decided to steam clean, inert, fill the tank with a concrete slurry and abandon
the UST in place. This was the second UST at the Echo Site to be abandoned in
place; UST G25-2G previously had been abandoned in 1987.

b. UST Group G25

This was a group of two unleaded gasoline USTs. UST G25-1G
was a 10,000 gal tank installed in 1961, while UST G25-2G was a 10,000 gal tank
installed in 1969. The two tanks were located almost due west of Building
G-25 (see Figure 11). Building G-25 is a Transportation/Maintenance Building.

Because UST G25-2G lay directly under a retaining wall of an adjacent
parking lot, it could not be removed without extensive damage to the surface
structures (see Figure 13). In December 1986, UST G25-2G was steam cleaned,
inerted, filled with a concrete slurry, and abandoned in place. This was the
first UST at the GDSCC to be abandoned in place.

The second tank of UST Group 25, UST G25-1G, which had been temporarily
closed, was steam cleaned, inerted, exhumed, and the tank shell was hauled away
from the GDSCC. The area from which the UST had been removed was backfilled,
compacted, and resurfaced with concrete.

c. UST Group G42

This was a group of two, 2,000 gal tanks installed in 1969:
UST G42-1G was an unleaded gasoline tank, while G42-2D stored diesel fuel. The
two tanks were located southeast of Bldg. G-42, the garage building (see
Figure 11). In 1986, UST G42-1G passed the Hormer leak test and was kept in
service, while the piping associated with G42-2D failed the Horner leak test
and the UST was temporarily closed.

4-11 PRECEDING PAGE BLANK NOT FILMED
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Figure 11. Echo Site: Partial Plot Plan Showing Locations of Five Groups of
01d USTs as of 1988
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In 1989, both USTs were steam cleaned, inerted, exhumed, cut up as scrap,
and the scrap hauled away from the GDSCC. The area from which the USTs had
been removed was backfilled, compacted, and resurfaced with concrete.

The backfilling of the pit, from which G42-1G had been extracted, was
delayed because the excavation evidenced some possible soil contamination.
There was a definite odor of hydrocarbons, but the soil was not discolored.

The action taken by the GDSCC, with respect to this soil contamination, will be
treated in Volume 14, the next volume in this ongoing series of environmental
projects at the GDSCC.

d. UST Group G24

This was a group of two, 12,000 gal, diesel-fuel tanks
installed in 1973. The two tanks were located northwest of Bldg. G-24, the
Generator Building. In 1986, both tanks passed the Horner leak test and were
kept in service for the diesel-fueled electrical generators at the Echo Site.

In 1989, both USTs were steam cleaned, inerted, exhumed, and the two tank
shells were hauled away from the GDSCC. The excavation to remove these two
USTs is depicted in Figure l4.

The area from which the USTs had been removed was backfilled, compacted,
and resurfaced with concrete.

e. UST Group TF

During the oil embargo experienced by the United States in
1973-74, these two, 12,000 gal, diesel-fuel tanks, USTs TF-3D and TF-4D, were
installed as an emergency precaution. Neither tank was ever put into service.
The two USTs were located along a dirt service road about 500 ft east of the
Echo Site's Facility Service Yard (see Figures 10, 11, 15 and 16).

In 1986, both USTs passed a Horner leak test, but then were temporarily
closed. In 1989, the two USTs were steam cleaned, inerted, exhumed, and the
two tank shells were hauled away from the GDSCC. The area from which the USTs
had been removed was backfilled and compacted, but no surface coating was
added.

(2) Mars Site:

A generalized partial plot plan to permit the easy location of the
major buildings at the Mars Site is depicted in Figure 17.

a. UST Group G81

This was a group of four, 12,000 gal, diesel-fuel tanks: two
of them, G81-1DA and G81-1DB, were installed in 1965 and were fabricated of
unprotected steel shells, while the other two, G81-2D and G81-3D, were
installed in 1984 and were fabricated of protected fiberglass-coated steel
shells.
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These four, diesel-fuel USTs were located in two groups of two USTs each
to the south and southwest of Bldg. G-81, the Generator Building at the Mars
Site.

In December 1986, USTs G81-2D and G81-3D passed the Horner leak tests and
were kept in service until 1989 when they were steam cleaned, inerted, exhumed,
and the two tank shells were hauled away from the GDSCC. The pit from which
these two USTs were removed was not backfilled, but was expanded and shaped to
receive the two, new, diesel-fuel tanks designated G81-1D and G82-2D (see
Section V). With the removal of the two old USTs, the tank-designation UST
G81-3D ceased to exist at the GDSCC.

In January 1987, USTs G81-1DA and G81-1DB passed the Horner leak tests
but had to have their piping leaks repaired. After the repair work, the two
USTs were kept in service until 1989, Because the removal of these two USTs
could have resulted in damage to the adjacent generator building, Bldg. G-81,
it was decided to steam clean, inert, and fill the two USTs with concrete
slurry and abandon them in place. Thus, two USTs are abandoned in place at
the Mars Site as well as two abandoned USTs at the Echo Site. The partial
excavation of USTs G81-1DA and G81-1DB is shown in Figure 18.

b. UST 14-1W0

This UST was a 920 gal tank installed in 1973 that was used
to store waste 0il from the diesel generators in Bldg. G8l. It was located
northwest of the building (see Figure 17). In December 1986, this UST passed
a Horner leak test and was kept in service.

In 1989, UST 14-1WO was emptied, steam cleaned, exhumed, and the tank
shell was hauled away from the GDSCC. The area from which the UST had been
removed was backfilled, completed, and resurfaced with concrete.

c. Hydraulic 0il USTs

Two 10,000 gal USTs installed in 1971, USTs 14-1HO and 14-2HO,
were used to store hydraulic oil needed for the operation of the Mars antenna
(DSS 14). Both USTs, located northeast of the antenna (see Figures 17 and 19),
passed their Horner leak tests in 1986 and were kept in service.

In 1989, both USTs were emptied, steam cleaned, degassed, exhumed, and the
two tank shells were hauled away from the GDSCC. The area from which these two

USTs had been removed was backfilled, compacted, and resurfaced with concrete.

(3) Mojave Base Site:

A generalized plot plan, depicting the various buildings and USTs
as they were at the Mojave Base Site in 1987, is shown in Figure 20.

a. UST Group M9
This group consisted of four USTs, three to store diesel fuel
and one to store waste 0il from diesel generators. The three diesel-fuel USTs,

each of 24,000 gal capacity, were installed in 1964 and were designated M9-1D,
M9-2D, and M9-3D. The single waste oil UST, of 500 gal capacity, was used to
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Figure 18.
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store used crankcase lubrication oil collected from the diesel generators
housed in Bldg. M9. This smaller UST also was installed in 1964 and was named
M9-4WO. The four USTs were located southwest of Bldg. M9, the generator
building at the Mojave Base Site (see Figure 20). A detailed drawing of the
area that housed the four USTs near Bldg. M9 is shown in Figure 21,

In December 1986, the four USTs were Horner-tested for leaks. UST M9-1D
passed the test and it was kept in service. The piping associated with M9-2D
and M9-3D failed to pass the leak test. UST M9-4WO, however, passed the Horner
test. The latter three USTs, M9-2D, M9-3D and M3-4W0, were emptied and sealed
for temporary closure.

In 1989, the three USTs M9-1D, M9-2D and M9-3D were steam-cleaned,
degassed, exhumed, and the three tank shells were hauled away from the GDSCC.
The exhumation of a diesel tank and the waste oil tank is shown in Figure 22.

The area from which USTs M9-1D, M9-2D, and M9-3D had been removed was
backfilled, compacted and resurfaced with concrete. The backfilling of the
pit, from which UST M9-4WO had been exhumed, however, was delayed because the
excavation revealed some soil contamination. The action taken by the GDScCcC,
with regard to this soil contamination will be treated in Volume 14, the next
volume in this ongoing series of environmental projects at the GDSCC.

The UST M9-4WO tank shell was cut up as scrap metal at the GDSCC and the
scrap was hauled away.

b. UST M56-1W0

UST M56-1W0, located southwest of Bldg. M6, the Telemetry
Building (see Figure 20), was a 7,500 gal UST installed in 1964 and used to
store waste oil. In 1986, the UST passed a Horner leak test and was emptied
and sealed for temporary closure.

In 1989, UST M56-1W0Q was steam cleaned, degassed, exhumed, cut up as
scrap metal at the GDSCC, and the scrap was hauled away. The pit from which
the UST had been removed was backfilled, compacted, and resurfaced with
concrete.

c. UST M27-1G

Located at the western edge of the Mojave Base Site Road, UST
M27-1G was a 4,000 gal tank that had been installed in 1960 (see Figure 20).
It supplied unleaded gasoline for the fuel dispensing island at the Mojave
Base Site (Figure 23). 1In 1986, it passed a Horner leak test and was kept in
service.

In 1989, it was decided to move the fuel dispensing island eastward closer
to Bldg. M8, the Operations Bldg. next to the NOAA antenna. Thus, UST M27-1G
was emptied, steam cleaned, degassed, exhumed, and the tank shell was hauled
away from the GDSCC. The excavation from which the UST and the fuel dispensing
island had been removed was backfilled, compacted, and resurfaced with
concrete.
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(4) Apollo Site:

A generalized partial plot plan, depicting some of the buildings
and two USTs as they were at the Apollo Site in 1987, is shown in Figure 24,

The two USTs that were at the Apollo Site belonged to UST Group Al. Both
USTs were located south of Bldg. Al, the Operations Building, both stored
unleaded gasoline, and both were installed in 1964. A more detailed drawing
of the geographical relationship between Bldg. Al and the USTs Al-1¢ and Al-2G
is shown in Figure 25,

The two Al USTs were not of e€qual capacity; Al-1G could hold 4,000 gal,
while A1-2G had a capacity of 7,500 gal.

In 1986, both USTs were Horner tested for leaks. UST Al1-1G passed the
test, but the piping associated with A1-2G failed. Both USTs were emptied,
steam cleaned, degassed, and sealed for temporary closure. The steam-cleaning
apparatus used in the cleaning of the Apollo Site USTs is shown in Figure 26,

In 1989, both Al USTs were exhumed, cut up as scrap metal at the GDSCcC,
and the scrap was hauled away. The respective pits from which the two USTs

had been removed were backfilled, compacted, and resurfaced with concrete.

(5) Goldstone Dry Lake Airport Site:

A generalized plot plan of the Goldstone Dry Lake Airport as it was
in 1987 is depicted in Figure 27.

The single UST at the airport, designated G71-1, was a 2,000 gal tank
that held aviation fuel. It was located northwest of Bldg. G-71, the former
Airport Terminal Building, and it was installed in 1966.

In December 1986, UST G71-1 passed a Horner leak test and then was
emptied, cleaned, degassed, and sealed for temporary closure. In 1989, UST
G71-1 was exhumed, cut up as scrap metal at the GDSCC, and the scrap was
hauled away. The pit from which the UST was extracted was backfilled and
compacted but not covered with any surface coating.

In addition to UST G71-1, the 2,000 gal underground storage tank, the
airport also had a 100 gal, aboveground tank for the storage of aviation fuel,
It also was emptied, steam cleaned, degassed, cut up as scrap metal at the
GDSCC, and the scrap was hauled away.

E. GENERAL: CLEANING OF THE USTs

The cleaning of the USTs at the GDSCC and the testing for any residual
explosive gases remaining with a GX3 Gas & Oxygen Monitor, was carried out by
Cleaning and Pumping Specialists, Inc., Signal Hill, California, 90806. The
cleaning records for all USTs and the calibration of the GX3 Gas & Oxygen
Monitor are presented in Appendix B,
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Building No. A-1
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Figure 25. Apollo Site: Geographical Relationship Between Bldg. Al and USTs
Al-1G and Al-2¢
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Table 3. Chronology of Work Involved in Removal and Replacement of
Underground Storage Tanks at the GDSCC*

1988

19 Dec. Mars Site: Contractor began to empty and disconnect Underground
Storage Tanks (USTs) and to break up concrete slabs of USTs
G81-2D, G81-3D, 14-1HO and 14-2HO. The new UST that is to replace
G81-3D will now be designated as G81-1D.

20 Dec. Mars Site: As precaution not to damage any possible underground
electrical cables, 14-1HO and 14-2HO USTs were excavated by hand.
Concrete—-slab tops of USTs were broken up with jackhammers.

21 Dec. General: Engineering-Science (E-S) provided the Contractor with
a list of existing USTs at the GDSCC, with information about each
tank's capacity and physical dimensions. At request of personnel
of San Bernardino County/Department of Environmental Health Ser-
vices (SBC/DEHS), E-S asked the Contractor to supply information
to the County concerning the Vapor Recovery System (VRS) to be
used in emptying USTs.

22 Dec. General: E-S informed Contractor that permit for the VRS will be
processed by San Bernardino County and that the GDSCC will acquire
it from the County for the GDSCC environmental department.

28 Dec. Echo Site: Existing pavement and curbs at the General Services
Administration (GSA) Fuel Dispensing Station (FDS) No. 1 were cut
and demolished.

Mojave Base Site (MBS): Saw cut and demolished existing pavement
at GSA/FDS #3 (UST M27-1G).

Mars Site: Barricaded demolition work area at site of USTs
14-1H0 and 14-2HO.

29 Dec. MBS: Hand-excavated top cover and broke up existing asphalt
pavement at USTs M9-4WO and M56-1WO0.

Apollo Site: Hand-excavated top cover of UST Al1-2G.

3 Jan. MBS: Subbase earthwork of pavement adjacent to USTs M9-4W0 and
M56-1W0 was scarified, mixed, and compacted.

Apollo Site: Exploratory excavation began around USTs Al-1G and
Al-2G.

*This chronology is based upon Daily Field Reports written by Engineering-
Science, Inc., Pasadena, California, the Resident Engineer that represented
JPL in this Environmental Project at the GDSCC.
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Table 3. Chronology of Work Involved in Removal and Replacement of
Underground Storage Tanks at the GDSCC (Cont'd)

5 Jan. General: E-S requested a revision of the UST replacement schedule
after the delivery dates of the replacement USTs were confirmed.

9 Jan. Apollo Site: Sawed apart concrete pad atop UST Al-2G.
Mars Site: Broke up concrete pads atop USTs G81-3D and G81-2D.

General: E-S asked the Contractor to provide a schedule to San
Bernardino County personnel for the removal of USTs from
Goldstone.

10 Jan. Echo Site: Demolished concrete pads atop USTs G27-1G, G27-2D,
and G27-3D.

MBS: Removed and demolished the covers atop USTs M9-1D, M9-2D,
M9-3D and M56-1W0. Broke up the concrete island atop UST M27-1G,
the tank of GSA/FDS No. 3.

Mars Site: Completed demolition and removal of covers of USTs
G82-2D and G81-3D.

Airport Site: Broke up concrete pad atop UST G71-1.
General: E-S processed permits for excavation of five USTs.

12 Jan. Echo Site: Installed concrete pouring forms for new GSA/FDS
No. 1.

Mars Site: Cleaned hydraulic tanks 14-1HO and 14-2HQ, and diesel
tanks G81-2D and G82-3D.

MBS: Constructed forms for concrete slab at new GSA/FDS #3.
Dismantled and removed the old FDS.

General: Jenkin Construction Co. (Contractor) and GDSCC

personnel met to discuss schedule for removal of old USTs and
installation of new tanks. Because standby diesel tanks are
available for the electrical generating plant at the Echo Site,
the GDSCC agreed to accept a 4,800 gal capacity tank instead of
an 8,000 gal tank as called for in Change Order #3 specifications.

13 Jan. Echo Site: Cleaned inside of USTs G27-2D and G27-3D. Cut and
prepared wooden forms for concrete slabs, and prepared holes for
the island piers of GSA/FDS #1.

MBS: Continued excavation of USTs M9-1D, M9-2D, M9-3D, M9-4WO
and M56-1W0 and the dismantling of their piping systems. Began
cleaning of interiors of USTs M9-1D and M9-2D.

General: Conducted compaction tests of subgrade of proposed

pavements at GSA/FDS #1 at the Echo Site and GSA/FDS #3 at MBS.
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Table 3. Chronology of Work Involved in Removal and Replacement of

14 Jan.

16 Jan.

17 Jan.

18 Jan.

19 Jan.

20 Jan.

Underground Storage Tanks at the GDSCC (Cont'd)

Airport Terminal: Cleaned interiors of UST G71-1, and G70-1, the
aboveground tank. GDSCC and Security personnel agreed to allow
tank-cleaning crews to work today (Saturday).

Echo Site: Began to uncover USTs G27-1G, G27-2D, G27-3D, G42-1D,
Cho_2D and G25-1G. The concrete slab of GSA/FDS #2 (Heavy
Equipment fuel dispensing station east of Bldg. G-42) was broken
up and the station was dismantled. The outside pipe at Bldg.
G-24 and the connections to G24-1D and G24-2D were exposed to
permit transfer of their diesel fuel contents to a standby,
trailer-mounted tank of 4,800 gal capacity that was delivered to
the Bldg. G-24 site.

Apollo Site: USTs Al-1G and Al-2G were uncovered.

Echo Site: Continued excavation and dismantling of piping of -
USTs G27-2D, G27-3D, G42-1D and G25-1G. UST G27-1G will be kept
active as a gasoline dispensing tank until the new GSA/FDS #1 is
completed and ready to function. Resumed construction of wooden
form for concrete pouring at GSA/FDS #1.

MBS: Continued cleaning of insides of USTs M9-1D and M9-2D.

General: Schedule for UST removals was submitted by the
Contractor.

Echo Site: To get access to and to facilitate the removal of
USTs G27-2D and G27-3D, dirt that was adjacent to the open
excavations of USTs G27-2D and G27-3D was moved to an open area
between Bldgs. G-24 and G-28.

MBS: Cleaned the interiors of USTs M9-3D, M9-4WO and M56-1WO0.
Set wooden forms for the concrete slab at the new GSA/FDS #3.

Mars Site: Excavated around USTs G81-2D and G81-3D.

Echo Site: Fill dirt from an approved pit from excavations at
the Evaporation Pond was hauled to various UST sites to fill in
the pits that are left after USTs are extracted from underground.
MBS: Uncovered USTs M9-1D, M9-2D and M9-3D.

Apollo Site: Cleaned insides of USTs Al-1G and Al-2G.

Airport Terminal: Uncovered UST G71-1. G70-1 is an aboveground
storage tank.

Echo Site: Completed cleaning of insides of tanks G25-1G,
G42-1D, G&42-2D, TF-3D and TF-4D.

Mars Site: Began to shore up work area adjacent to USTs 14-1HO
and 14-2HO
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Table 3. Chronology of Work Involved in Removal and Replacement of

23 Jan.

24 Jan.

25 Jan.

26 Jan.

Underground Storage Tanks at the GDSCC (Cont'd)

General: E-S and the GDSCC Safety Office issued fire permits for
each UST site. The GDSCC Safety Office requested that Lower
Explosive Level (LEL) tests be conducted on each removed UST
before torches are used to cut up the tank.

MBS: USTs M9-1D, M9-2D, M9-3D, M9-4WO and M56-1W0 were removed
from the ground and were begun to be cut apart.

Apollo Site: USTs Al-1G and Al-2G were removed from the ground.
Mars Site: Uncovered USTs 14-1HO and 14-2HOQ.

General: San Bernardino County Environmental Health Inspector
visited the GDSCC tank sites to inspect the excavations after
USTs were removed. Soil samples were collected from beneath the
excavated tanks to test for any possible soil contamination.

Apollo Site: Began to backfill holes that remained after USTs
Al-1G and Al-2G were exhumed.

Airport Terminal: UST G71-1 was excavated to be cut up into scrap
metal. UST G70-1, the aboveground storage tank, also was to be
cut up.

Mars Site: USTs G81-2D, G81-3D, 14-1HO and 14-2HO were pulled
out of the ground.

General: At a meeting involving GDSCC management, E-S personnel,
and the Jenkin Construction Co., the GDSCC gave the Contractor
permission to backfill the holes created by the excavations of
the USTs. But this backfilling could take place only AFTER any
apparently contaminated soil samples were first set aside for
testing as required by San Bernardino County. This decision was
made because it takes at least two weeks for the testing labora-
tory to provide soil-test results.

Echo Site: USTs G27-2D, G27-3D, G25-1G, G42-1G, and G42-2D were
exhumed.

MBS: Began backfilling of holes that remained from excavation of
tanks.

Apollo Site: Began backfilling of holes that remained from
excavation of tanks.

Echo Site: Continued backfilling and compaction of excavated
areas, torch cutting of the exhumed tanks, and removal of the
cut-up tank debris from the GDSCC. E-S reminded the Contractor
to pave over the areas that were backfilled. A compaction test
will be conducted before paving is begun. Odor of soil removed
in the excavation of UST G42-1G indicates the soil may have been
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Table 3. Chronology of Work Involved in Removal and Replacement of

27 Jan.

30 Jan.

31 Jan.

1 Feb.

2 Feb.

3 Feb.

6 Feb.

Underground Storage Tanks at the GDSCC (Cont'd)

contaminated by tank leakage. After consultation with GDSCC
management, E-S instructed the Contractor to pile removed soil
onto a paved area. This soil will be removed after consultation
with SBC/DEHS personnel.

MBS: Odor of soil removed in excavation of UST M9-4WO indicates
the soil may have been contaminated. The same procedure was
followed as described for UST G42-1G at Echo Site (see immediately
above).

Fcho Site: Contractor expanded the excavated area from which UST
GL2-1G was removed. Soil samples were taken for analyses.

MBS: To determine the extent of any soil contamination, the GDSCC
arranged to have test borings drilled into the hole remaining
after removal of UST M9-4WO.

General: Continued backfilling and compaction at sites after
removal of USTs from Echo, Apollo, Mojave Base Station and Airport
Sites. Continued hauling away pieces of cut-up, scrapped tanks.

Echo Site: At the request of the GDSCC Environmental Office, E-S
instructed the Contractor to spread out the possibly contaminated
soil exhumed in the removal of UST G42-1G. The excavated area
also was expanded to remove any additional possibly contaminated
soil.

Mars Site: Excavated area from which diesel USTs had been removed
were expanded in size and shape to accommodate the installation
of the new diesel replacement tanks, G81-1D and G81-2D.

General: Continued hauling away of pieces of cut-up, scrapped
tanks and piping out of the GDSCC.

MBS: Excavation begun to install the new M8-1G UST.

FEcho Site: Backfilled the excavations and compacted the soils at
sites from which USTs TF-3D and TF-4D had been removed.

General: Work stopped at 11:30 a.m. because of strong gusty
winds.

General: Work stopped at 10:00 a.m. because of powerful wind
gusts.

Mars Site: Work began on the route and piping running between
the electrical generators in Bldg. G-81 and the site for the new
diesel fuel USTs.
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Table 3. Chronology of Work Involved in Removal and Replacement of

7/ Feb.

8 Feb.

9 Feb.

10 Feb.

13 Feb.

l4 Feb.

15 Feb.

16 Feb.

17 Feb.

Underground Storage Tanks at the GDSCC (Cont'd)

MBS: Trenching and laying out of underground electrical conduits
were carried out between Bldg. M-12 and the site for the new
GSA/FDS No. 3 (UST M8-1G). Excavated route then was backfilled
and compacted.

General: California Highway Patrol closed the road between
Barstow and the GDSCC because of severe weather conditions (heavy
snowfall). Fort Irwin, entry to the GDSCC, closed its gates to
traffic. No construction activities today.

Mars Site: Continued work on fuel-oil supply and return lines
leading to electrical generators inside Bldg. G-81.

General: The GDSCC received delivery of the following new USTs:
14-1HO0, 14-2HO and 14-1W0 for the Mars Site, and G42-1D for the
Echo Site.

Echo Site: Trenching and laying out of underground electrical
conduits between Bldg. G-24 and new GSA/FDS No. 1.

Mars Site: Final excavation and embedment procedures to receive
the two new 14-1HO and 14-2HO replacement USTs.

General: E-S instructed Contractor to remove all dead electrical
wires left in any abandoned conduits after old USTs and fuel
dispensers were removed.

Mars Site: 1In the presence of GDSCC representatives and inspec-
tors from the SBC/DEHS, personnel of Joor Manufacturing, Inc.,
Escondido, California, tested the new tanks 14-1HO and 14—2HO for
integrity of tanks' outer coatings (Holiday test). The excavation
and embedment for the two new tanks also were inspected before the
tanks were lowered into place. The excavation then was backfilled
with pea gravel to ensure complete burial of the tanks beneath the
pea gravel. Continued preparation of excavation to receive the
new G81-1D and G81-2D USTs.

Mars Site: New replacement tanks for USTs G81-1D and G81-2D
arrived at the GDSCC.

Mars Site: Prepared USTs 14-1HO and 14-2HO for pressure testing.
Continued piping installation at Generator Bldg. G-81.

Mars Site: Ran a Holiday Test on new USTs G81-1D and G81-2D.

The two USTs then were lowered into place and the excavation was
backfilled with pea gravel. The installation of the new USTs was
witnessed by representatives of the GDSCC and JPL, and by the
SBC/DEHS Inspector.

Echo Site: A standby, fuel-storage tank was positioned next to
Bldg. G-24 to prepare to empty USTs G24-1D and G24-2D so they
could be cleaned.
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Table 3. Chronology of Work Involved in Removal and Replacement of

20 Feb.

21 Feb.

22 Feb.

23 Feb.

24 Feb.

27 Feb.

Underground Storage Tanks at the GDSCC (Cont'd)

Echo Site: Uncovered USTs G24-1D and G24-2D. Began the
construction of the structure for GSA/FDS No. 1.

Mars Site: Prepared forms for concrete slab to cover tops of
14-1HO and 14-2HO0 USTs.

Echo Site: In the presence of representatives of the GDSCC and
E-S, and the SBC/DEHS Inspector, USTs G24-1D and G24-2D were
removed from the ground. A geological team from E-S took sample
soil cores to about the 40-ft depth level from the pit that had
held UST G42-1G.

MBS: Four 40-ft deep sample soil cores were taken from the pit
that had held M9-4WO.

Mars Site: Electricians began installation of new leak/level
detection system conduits between Bldg. G-82 and the existing
disconnect switch adjacent to USTs 14-1HO0 and 14-2HO. A concrete
slab was poured over these two USTs.

Echo Site: Shaped excavation pit in preparation for installation
of the two new diesel tanks, G24-1D and G24-2D. A geological
team from E-S took seven horizontal soil sample cores at depths
of 1.5-ft and 3.0-ft at the site of UST G42-1G.

MBS: Excavated pit to receive the new M8-1G UST for GSA/FDS
No. 3.

Mars Site: Electrical conduits and junction boxes installed at
Bldg. G-81.

Echo Site: New USTs C24-1W0 and G42-2D were delivered to the
GDSCC.

Mars Site: Began trenching for the southeast hydraulic oil
interceptors and their piping.

MBS: New UST M8-1G was delivered to the GDSCC.

Mars Site: New UST Gl4-1WO was Holiday tested in presence of
SBC/DEHS Inspector. Trenched for and installed underground
electrical conduits at Bldg. G-81.

Echo Site: Excavated and prepared pit to receive the new UST for
GSA/FDS No. 1. Continued shaping of excavations to receive new
USTs G24-1D, G24-2D and G24—-1W0. E-S informed the Contractor to
comply with Occupational Safety and Health Administration (OSHA)
requirements in the excavations for USTs G24-1D, G24-2D, G24-1WO0
and GSA/FDS No. 1.
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28 Feb.

1 Mar.

2 Mar.

3 Mar.

6 Mar.

7 Mar.

9 Mar.

10 Mar.

13 Mar.

14 Mar.

3. Chronology of Work Involved in Removal and Replacement of

Underground Storage Tanks at the GDSCC (Cont'd)

Mars Site: UST Gl4-1W0 was installed and the pit was backfilled
with pea gravel. Continued work on piping for fuel and vent
lines for USTs G81-1D, G81-2D and Gl4-1WQ.

Mars Site: UST Gl4-1W0 was prepared for a pressure test,

General: Delivery of new USTs G24-1D, G24-2D, GSA/FDS No. 1, and
GDS/FDS No. 2 completed the delivery of new USTs to the GDSCC.
Because of very strong wind gusts, the four USTs were not off-
loaded today.

Echo Site: USTs G24-1D, G24-2D, GSA/FDS No. 1, GSA/FDS No. 2, and
GZ4-1WO0 were Holiday tested and installed into their respective
exXcavation pits.

Echo Site: Excavation pits for the newly installed USTs G24-1D,
G24-2D, G24-1WO0, and GSA/FDS Nos. 1 and 2 were backfilled with
pea gravel.

Mars Site: After inspection of the interiors of the new USTs,
14-1H0 and 14-2HO, by Bert Schmitt of the GDSCC, the transfer of
hydraulic o0il into these two USTs was begun. To receive the
southeast oil interceptors, a subgrade was prepared that used pea
gravel instead of compacted backfill.

Mars Site: All piping, pumps, filters, controls and other appur-—
tenances of the temporary hydraulic oil system were transferred,
fitted and connected to the newly installed 14-1HO and 14-2HO
USTs.

MBS: Decided to move the location of the excavation pit for UST
M8-1G 5-ft to the south to avoid interference with an existing

8-in. domestic water line.

Echo Site: Pipe channel to Bldg. G-24 was opened up by jack-
hammering the concrete slab of the building.

Mars Site: Continued work on fitting piping and other systems to
USTs 14-1HO, 14-2HO, G81-1D, G81-2D, and 14-1WO. Continued elec-
trical work for hydraulic oil USTs 14-1HO and 14-2HQ.

MBS: Installed rebars for concrete island for GSA/FDS No. 3.
Echo Site: Sheet-metal canopy installed for GSA/FDS No. 1.

Mars Site: Work continued on manways and pipe fittings for USTs
G81-1D, G81-2D and 14-1HO.
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Table 3. Chronology of Work Involved in Removal and Replacement of

15 Mar.

16 Mar.

17 Mar.

20 Mar.

21 Mar.

22 Mar.

23 Mar.

Underground Storage Tanks at the GDSCC (Cont'd)

Echo Site: Began trenching for fuel lines to run between GSA/FDS
No. 1 and USTs GSA-1 and GSA-2. Work continued on manway mount-
ings and fitting pipings for fuel lines to USTs G24-1D, G24-2D
and G24-1W0.

Mars Site: Continued backfilling around the southeast oil inter-
ceptors, and continued trenching for the piping of these oil
interceptors. Continued electrical work for instrumentation of
the new hydraulic and diesel USTs equipment.

Echo Site: In presence of representatives of the GDSCC, Joor
Manufacturing Co., E-S, and an SBC/DEHS Inspector, USTs G42-1D
and G42-2D were Holiday tested and placed into their excavation
pit.

Mars Site: Supply and return lines of USTs G81-1D and G82-2D were
tested at 80 psi, in the presence of the E-S resident engineer
and an SBC/DEHS Inspector. The USTs passed without any leakage.

MBS: In presence of representatives of the GDSCC and E-S, and an
SBC/DEHS Inspector, UST M8-1G was Holiday tested and placed into
its excavation pit.

Fcho Site: Excavation pit for USTs G42-1D and G42-2D was back-
filled with pea gravel. Electrical work continued for GSA/FDS
No. 1.

MBS: Excavation pit for UST M8-1G was backfilled with pea gravel.

Apollo Site: The GDSCC asked the Contractor to excavate a pit

12 x 22 x & ft (deep) at the site of removed UST Al1-2G. The pit
is to be backfilled and compacted to 95 percent of maximum density
at optimum moisture.

General: Most workers left the GDSCC at 9:00 a.m. because of
strong gusty winds. Only 16 workers remained at the site full
time.

MBS: Began electrical work for GSA/FDS No. 3.
Fcho Site: Forms completed for concrete island for GSA/FDS No. 1.

Echo Site: A 5 psi air-pressure test for the primary piping of

the G-24 USTs diesel fuel system, and the GSA/FDS No. 1, GSA/FDS
No. 2, G42-1D and G42-2D USTs was witnessed by the E-S Resident

Engineer and an SBC/DEHS Inspector. The piping passed the air-

pressure test.

Mars Site: Secondary containment piping of USTs G81-1D, G81-2D
and 14-1W0 passed a visual inspection test by an SBC/DEHS Inspec-
tor. This now permits the complete backfilling of the excavation
pit.
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24 Mar.

27 Mar.

28 Mar.

29 Mar.

30 Mar.

31 Mar.

3 Apr.

4 Apr.

3. Chronology of Work Involved in Removal and Replacement of
Underground Storage Tanks at the GDSCC (Cont'd)

MBS: Concrete slab poured for island of GSA/FDS No. 3.

Mars Site: Put in anchor supports for the piping system for the
hydraulic oil tanks and began to paint the supports. Began to
install corrugated metal (CM) piping for the southwest oil
interceptor.

Mars Site: Began to install CM piping for the southeast oil
interceptor.

Echo Site: Continued glass and trim work at GSA/FDS No. 2.

MBS: A 5 psi air-pressure test was conducted for UST M8-1G in
the presence of the E-S Resident Engineer and an SBC/DEHS
Inspector.

Mars Site: Continued work at southeast and southwest oil inter-
ceptors involving forms for concrete pouring and patching for pipe
transition joints, junction boxes, and headwalls.

Echo Site: Began backfilling at diesel USTs G24-1D and G24-2D,
and at G24-1W0. Continued work on piping and vent lines and
secondary containment piping for these USTs.

MBS: Began to backfill excavation pit for UST M8-1G.

Mars Site: Poured concrete at transition joints, junction boxes,
and headwalls of the southeast and southwest oil interceptors.

Mars Site: Prepared forms for concrete slabs for USTs G81-1D,
G81-2D and 14-1WO.

MBS: Continued piping and fitting work for GSA/FDS No. 3.

Mars Site: Continued work on piping and stripped concrete forms
from the two oil interceptors. Placed rebars for concrete slabs
for USTs G81-1D, G81-2D and 14-1WQ.

General: GDSCC personnel visually inspected the interiors of

USTs 81-1D, G81-2D, 14-1WO, G24-1D, G24-2D and G24-1W0 before
beginning to fill the diesel USTs with fuel. Interior inspections
of USTs GSA/FDS No. l, GSA/FDS No. 2, and G42-2D were performed
by Gordon McCain.

Echo Site: Piping, fitting and electrical work was continued at
GSA/FDS Nos. 1l and 2. Pressure testing of the fuel system piping
was witnessed by the E-S Resident Engineer and an SBC/DEHS Inspec-
tor. The piping passed the pressure test.
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Table 3. Chronology of Work Involved in Removal and Replacement of

5 Apr.

6 Apr.

7 Apr.

10 Apr.

11 Apr.

12 Apr.

Underground Storage Tanks at the GDSCC (Cont'd)

MBS: Piping, fitting and electrical work was continued at GSA/FDS
No. 3. The piping passed the pressure test witnessed by the E-5
Resident Engineer and a SBC/DEHS Inspector.

Mars Site: Concrete slab poured over USTs G81-1D, G81-2D, and
14-1W0.

Echo Site: Fuel dispensers for GSA/FDS Nos. 1 and 2 were uncrated
and moved to their respective concrete islands for placement.
Forms prepared for concrete slabs for the G-24 diesel fuel USTs.

MBS: Fuel dispenser for GSA/FDS No. 3 was uncrated and moved to
the concrete island for placement. Piping, fitting, and elec-
trical work was continued.

Mars Site: Began preparation of oilspill containment concrete
slab at the 14-1HO and 14-2HO hydraulic oil USTs. Final grading,
piping and grouting was conducted at the two oil interceptors.

The first load of Diesel fuel was delivered and unloaded into USTs
G81-1D and G81-2D.

Ceneral: Continued work of 5 April.

Echo Site: Backfilled and compacted earth atop GSA/FDS Nos. 1
and 2 USTs. GSA/FDS No. 2 is known as the heavy equipment (HE)
fueling station.

Mars Site: The G81-1D and G81-2D diesel fuel pumps and system
were tested and the fuel-level indicator was calibrated.

Echo Site: Preparation for asphalt/concrete (A/C) paving at
GSA/FDS Nos. 1 and 2.

Mars Site: Preparation for A/C paving atop G81-1D and G82-2D
USTs.

Echo Site: Poured concrete for half of slab at GSA/FDS No. 1.
MBS: Preparation for A/C paving around edges of GSA/FDS No. 3.

Mars Site: Stripped forms from concrete slab for hydraulic oil
USTs.

Echo Site: Finished pouring concrete for slabs of GSA/FDS Nos. 1
and 2. Continued electrical work for diesel G-24 USTs system.

Mars Site: Began painting piping and pumps of hydraulic oil USTs.
Finished work at the southeast and southwest oil interceptor tanks
and began backfilling and compaction of earth.



Table 3. Chronology of Work Involved in Removal and Replacement of

13 Apr.

14 Apr.

17 Apr.

18 Apr.

19 Apr.

Underground Storage Tanks at the GDSCC (Cont'd)
Echo Site: Continued A/C paving at GSA/FDS No. 1.
Echo Site: Painted shade canopy of GSA/FDS No. 1.

Mars Site: Completed grading of earth above the two 0il inter—
ceptors. Drilled holes for the guard posts. Placed riprap at
discharge end of the headwalls of the two 0il interceptors.

Echo Site: Preparations to pour concrete slabs atop USTs G24-1D,
G24-2D and G24-1W0. Began installation of auxiliary equipment at
GSA/FDS Nos. 1 and 2.

MBS: Poured concrete for two of five slabs needed at GSA/FDS
No. 3.

Mars Site: Before old USTs G81-1DA and G81-1DB are removed from
the ground, the Contractor was instructed to shore up the excava-
tion to protect existing buildings, slabs and underground piping.
The two old USTs were cleaned before removal. The diesel fuel
level indicators for USTs G81-1D and G81-2D were activated and
the readings were incorporated into the computer software for
operation-and-maintenance.

Echo Site: Concrete poured for slabs of USTs G24-1D, G24-2D,
G24-1WO0, G42-2D and G42-1G. The GSA/FDS Nos. 1 and 2 were
calibrated. Their pumps were tested and are operational.

Mars Site: Installed guard posts for the southeast and southwest
oil interceptors.

MBS: GSA/FDS No. 3 was calibrated. Its pumps were tested and
are operational.

Echo Site: Concrete forms were stripped from the slabs of
GSA/FDS No. 2. Liquid curing compound was applied to the slabs
of GSA/FDS No. 2 and the G-24 and G-42 USTs. GSA/FDS Nos. 1 and
2 were inspected by the SBC/DEHS Inspector and both fueling
stations met the County's air pollution requirements.

MBS: GSA/FDS No. 3 was inspected by the SBC/DEHS Inspector and
the fueling station met the County's air pollution requirements.

Mars Site: Old UST 14-1W0 was inerted and removed from the
ground. To test for possible contamination, the SBC/DEHS Inspec-
tor took samples of the soil that had been underneath the UST.

It became evident that old USTs G81-1DA and G81-1DB could not be
removed from the ground without damaging both underground piping
and the adjacent Bldg. G-81. Consultation among JPL, GDSCC and
E-S personnel led to decision to allow these USTs to be abandoned
in place after first filling them with a concrete slurry. This
procedure requires approval from the SBC/DEHS.
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20

21

24

25

26

27

28

Table 3. Chronology of Work Involved in Removal and Replacement of

Apr.

Apr.

Apr.

Apr.

Apr.

Apr.

Apr.

Underground Storage Tanks at the GDSCC (Cont'd)

Echo Site: Began electrical work for lighting at GSA/FDS Nos. 1
and 2. Paved demolished area around UST G25-1G and areas around
GSA/FDS Nos. 1 and 2 with A/C.

Mars Site: Backfilled and compacted the earth that filled the
pit from which the old UST 14-1WO had been removed. Removed old
piping around the inverted old USTs G81-1DA and G81-1DB. Back-
filled and compacted the earth that had been added to the excava-
tion. Painted the piping and exposed metal structures at the new
c-81 diesel USTs and at the hydraulic oil USTs.

Echo Site: Installation of concrete curbing at GSA/FDS No. 1.
Mars Site: A/C paving at G-81 and hydraulic oil USTs.

MBS: A/C paving of roadway leading to GSA/FDS No. 3. 0ld UST

M27-1G was cleaned in preparation for its excavation.

Echo Site: A trench was excavated next to old UST G27-1G and
soil samples were taken for the SBC/DEHS Inspector.

MBS: 01d UST M27-1G was removed from the ground in the presence
of GDSCC and E-S personnel and a SBC/DEHS Inspector. Soil samples
from the bottom of the excavation were taken by both GDSCC per-
sonnel and a SBC/DEHS Inspector.

Echo Site: Dismantled and removed old GSA/FDS No. 1.

MBS: Completed demolition of old GSA/FDS No. 3 and backfilled
and compacted the excavation from which old UST M27-1G had been
removed. Scrap metal from the demolition was hauled away. Com-
pleted painting of the piping at new GSA/FDS No. 3.

General: Compaction tests of all backfilled pits at UST sites
passed the specifications.

General: Gasoline leaks were detected at all three GSA/FDSs.
Source of leaks is a loose joint below the valve containment
boxes under the fuel dispensers. E-S informed the Contractor
that the GDSCC was not satisfied with the operation of the three
fuel dispensing stations with respect to their low rate of
output, the noise they generate, and occasional vibrations. The
Contractor promised to rectify these abnormalities.

Echo Site: A/C paving was performed adjacent to Bldg. G-24, atop
of GSA/FDS Nos. 1 and 2 USTs, and adjacent to GSA/FDS No. 2.

Apollo Site: Placed A/C paving over demolished areas from which
old USTs Al-1G and Al-2G had been removed.



Table 3. Chronology of Work Involved in Removal and Replacement of

1 May

2 May

3 May

4 May

5 May

8 May

9 May

10 May

Underground Storage Tanks at the GDSCC (Cont'd)

General: Gasoline leaks were repaired at all three fuel dispen-
sing stations. Part of concrete slab at GSA/FDS No. 1 at Echo
Site had to be demolished to effect repair of leak. The
demolished portion of the concrete slab is to be replaced. The
SBC/DEHS Inspector visited the GDSCC and inspected all the new
fuel and hydraulic oil USTs. Their leak detection systems were
tested and all USTs were found to be in acceptable working
condition. The Contractor began to demobilize his equipment.

Echo Site: Warning signs were posted at GSA/FDS Nos. 1 and 2.
Secured manway covers and spill containers at all USTs.

Echo Site: Completed repair of concrete slab at GSA/FDS No. 1.
Applied slurry seal to all A/C pavement patches.

MBS: Completed A/C paving next to GSA/FDS No. 3.

Mars Site: Completed painting of guard posts surrounding the
southeast and southwest 0il interceptors. Slurry seal applied to
A/C paved areas.

General: Rates of fuel delivery at GSA/FDS No. 1 (4.5 gpm using
two hoses and 6.6 gpm using one hose) were unacceptable. There
also was extensive noise and vibration. The Contractor will con-
sult with the manufacturer of the fuel dispenser and will resolve
these discrepancies.

General: Auxiliary equipment (towel dispensers, trash can, log
cabinet, water bucket and squeegees) was installed at the three
fuel dispensing stations.

Mars Site: Cleaned up the electrical raceway trench adjacent to
the hydraulic oil tanks.

General: Continued demobilization of Contractor's equipment.

Mars Site: Repaired leak in diesel fuel system of G81 USTs.
Installation of a nipple with a cap for the sump at the contain-
ment area for the hydraulic oil USTs 14-HO. A control panel,
horn and emergency light was installed in Bldg. G-82 for the
level indicator of the hydraulic oil USTs.

General: Identification letters (G - gasoline, D - Diesel, WO -

waste oil, HO - hydraulic oil) were welded onto the covers of the
inlets of the diverse USTs.
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11 May

Underground Storage Tanks at the GDSCC (Cont'd)

MBS: Malfunctioning fuel dispensing nozzle was replaced at
GSA/FDS No. 3.

Echo Site: A representative of the manufacturer of the fuel
dispensers visited the GDSCC to resolve the rate of flow, noise,
and vibration problems at GSA/FDS No. 1.

General: This 11 May 1990 entry is the final Daily Field Report
submitted by the E-S Resident Engineer.






SECTION V

INSTALLATION OF 13 NEW UNDERGROUND STORAGE TANKS AT THE GDSCC

Following the removal of 23 USTs and the abandonment of three USTs in
place, as described in Section IV, the GDSCC conducted work to replace their
storage functions with the installation of 13 new USTs as follows: Echo Site
(7 USTs), Mars Site (5 USTs), and Mojave Base Site (one UST). Each of the 13
new USTs complies with county, state, and Federal regulations that pertain to
construction and monitoring requirements for the underground storage of
hazardous materials.

The progress of the work involving UST replacement, which was completed
in mid-May 1989, is summarized in a chronology of work dealing with the removal
and replacement of USTs at the GDSCC (see Table 3 at end of Section IV).

A. CONSTRUCTION OF THE 13 NEW USTs FOR THE GDSCC

The 27 old USTs that had been removed from or abandoned at the GDSCC had
been constructed of single-walled steel shells with no outer coating for
corrosion protection, and no instrumentation to monitor and detect leaks.

The 13 new USTs at the GDSCC are constructed of double-walled steel
shells with outer fiberglass coating for corrosion protection, and a
monitoring system in the annular space between the inner and outer shells to
detect any failure in either shell. Double containment and leak-detection
monitoring of new USTs are legislative requirements demanded by the State of
California Health and Safety Code, Division 20, Chapter 6.7 dealing with
Underground Storage of Hazardous Substances.

Table 4 is a summary of the 13 new USTs now installed at the GDSCC: their
designated names, capacities in gallons, nature of the contents they hold,
their U.L. Serial Numbers, and the nature of their pumps.

Of the 13 new USTs, 11 were placed into new excavations that specifically
were dug for each new UST. The two remaining new USTs, G81-1D and G81l-2D at
the Mars Site, were placed into an enlarged and shaped excavation from which
two old USTs had been exhumed.

The 13 new USTs at the GDSCC are known by their trademark names as
Plasteel Composit and are of a design that is manufactured by Joor Manufac-
turing Co., Escondido, California. In this case, however, the 13 new USTs
were fabricated by K&T Steel Corp., Twin Falls, Idaho, under license from Joor
Manufacturing Co. The warranties for the 13 new USTs are provided by K&T Steel
Corp. and the collected warranties are presented in Appendix C.

Figure 28 is a cross—sectional drawing of a typical double-walled UST now
installed at the GDSCC and fitted with a monitoring system to detect leaks.

u
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Table 4. Summary of the Status of 13 New Underground Storage Tanks
Now at the GDSCC
Tank Capacity U.L. Serial Tank
Number (gal) Contents Numbers Pump Type

Echo Site
G24-1D 25,000 Diesel L-158054 Suction
G24-2D 25,000 Diesel L-158055 Suction
G27-1G (GSA-1) 10,000 Unleaded L-158059 Suction
G27-2G (GSA-1) 10,000 Unleaded L-158060 Suction
G24-1W0 3,000 Waste 0il L-~158057 N/A
G42-1G (GSA-2) 2,000 Unleaded L-158043 Suction
G42-2D 3,000 Diesel L-158058 Suction
Mars Site
G81-1D 25,000 Diesel L-158052 Submersible
G81-2D 25,000 Diesel L-158053 Submersible
l4-1HO 10,000 Hydraulic 0il L-158046 Suction
14-2HO 10,000 Hydraulic 0il L-158047 Suction
l4-1W0 2,000 Waste 0il L-158042 N/A
Mojave Base Site
MB8-1G (GSA-3) 4,000 Unleaded L-158051 Suction

N/A Not applicable.
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B. INSTRUMENTATION FOR THE 13 NEW USTs AT THE GDSCC

Two types of instrumentation are installed in each new UST: leak
monitoring and liquid-level monitoring. The instruments involved and their
components have UL and/or Factory Mutual approval for their specific applica-
tion. Leak monitoring devices and their instrumentation meet all applicable
San Bernardino County regulatory requirements,

1. Leak-Monitoring Instrumentation

Leak-monitoring equipment consists of four principal components:
(a) a detector in the double-walled tank annulus, (b) a detector in the piping
well/manway or tank overliner, (c¢) a monitoring panel and, (d) appropriate
wiring for the system.

Annular space leak-detector probes are able to detect the presence of
both water and the tank contents in both their liquid and vapor states. Piping
from the tanks is of (a) double-walled, fiberglass construction with the
annular space draining into a piping well/manway atop the tank or, (b) single-
walled, carbon-steel construction inside of a trench liner connected to an
overliner above the tank. A second detector probe capable of detecting both
water and the liquid and vapor states of the tank contents is placed in the
manway or overliner.

A leak-detection monitoring panel provides visual and audible alarms in
the event a leak and/or troublesome condition isg detected. The visual display
indicates the detector from which the alarm has come. Monitoring panels are
weatherproof and can be exterior-mounted. If a monitoring panel intrinsically
cannot be mounted on the exterior, a weatherproof housing is provided when
outside installation is required. A monitoring panel also has relays that can
signal a remote station in Bldg. G38 of the Echo Site in the event of a
troublesome or leak-alarm condition (see below).

The monitoring system wiring, including power supply connections, remote
station hookups, and component connections, comply with all manufacturers
specifications, regulatory requirements, and applicable codes.

2. Instrumentation to Monitor Liquid Levels in USTs

Instrumentation to monitor the liquid levels of the 13 new USTs is
placed inside each tank. The instrumentation provides a & to 20 mA electrical
signal that can be read at the remote monitoring station located in Bldg. 38
of the Echo Site.

3. Remote Station to Monitor the 13 New USTs

The GDSCC is a large complex in which many different operations are
performed continuously, or occasionally, or simultaneously. To monitor a
variety of systems and alarms associated with these diverse operations, the
GDSCC has installed a computer-controlled system, known as the Technical
Facilities Controller (TFC), housed at the Echo Site in Bldg. 38, the main
maintenance facility at the GDSCC.



In the case of the USTs, each leak-monitoring panel at a tank can relay an
electrical signal to the TFC in the event of any leak or other tank malfunc-
tion. The signal indicates which UST is involved, which probe within the tank
has sounded the alarm, and whether the problem is a leak or other malfunction.

Because many of the new USTs are located at great distances from Bldg. 38
at the Echo Site, any signal from each UST first is transmitted to a unit
called Sensor for Control of Arterials and Networks (SCANN). Each SCANN unit
is located in a building near the location of the individual USTs. Any signals
received by each SCANN unit then are transmitted to the TFC at the Echo Site.

The panels that monitor leaks at each UST are connected to the local SCANN
unit with standard wire pairs. The instruments that monitor liquid levels
within each UST, however, will send their 4 to 20 mA signals to the local SCANN
unit with shielded cable pairs.

On the diagrams that follow in Section V.G, the locations of specific new
USTs and the location of the SCANN units that serve these USTs are shown.

C. GENERAL PROCEDURES FOR THE INSPECTION AND INSTALLATION OF 13 NEW USTs AT
THE GDSCC

All of the 13 new USTs at the GDSCC are of double-walled, steel construc-—
tion covered with an outer coat of fiberglass. Since the fiberglass coat
could have pinholes that could nullify the corrosion protection of the UST,
each tank was tested for pinholes before being placed into the ground.

The pinhole test is known as the Holiday spark test and is conducted by
passing a 3-ft wide wand over the surface of the tank. The wand is electrified
at a potential of 35,000 volts and if a pinhole is encountered a visible spark
is seen to leap from the wand to the steel tank. At the same time, the Holiday
instrument emits an audible beep to indicate a flaw in the fiberglass coat.

Any pinholes encountered can be repaired on the spot so that the tank is
interred with a flawless fiberglass coat. A typical Holiday-test procedure is
depicted in Figure 29,

In addition to the Holiday test pertaining to a UST's outer fiberglass
coat, the tanks themselves were air-tested to see if there were any leaks in
the tank's fitting and seams. Each tank was sealed and compressed air was
admitted to a pressure no greater than 5 psi. Soapy water around the tank's
fitting and seams then revealed whether there were any flaws that would result
in leaks.

The preparation of the new excavations to receive the new USTs, the han-
dling and placement of the tanks, and the operations to backfill the excava-
tions once the USTs were in place underground, were all performed in accordance
with specifications recommended by the pertinent manufacturers. Before an
excavation was backfilled, the integrity of each UST's piping was tested by an
air—pressurization procedure.

After an excavation was backfilled, but before the area was resurfaced
with concrete, the integrity of each tank and its piping was tested again in
the presence of an SBC/DEHS Inspector.
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Thus, all installation and testing procedures of the 13 new USTs at the
GDSCC conformed to applicable county and state environmental regulations.

D. PIPING SPECIFICATIONS FOR THE 13 NEW USTs AT THE GDSCC

The piping required for the 13 new USTs at the GDSCC varies according to
the nature of the liquid held by the UST.

(1) Piping for Unleaded Gasoline USTs

The General Services Administration (GSA) of the Federal government
owns the vehicles and fuel-dispensing stations at the GDSCC, which then are
leased to JPL/NASA. The gasoline consumed by GDSCC vehicles is bought by JPL/
NASA from the GSA. Thus, the three dispensing stations (FDSs) at the GDSCC
are known as GSA/FDSs. Two GSA/FDSs (Nos. 1 and 2) are at the Echo Site,
while GSA/FDS No. 3 is at the Mojave Base Site.

The new piping for the three new USTs that store the gasoline for the
three GSA/FDSs is of double-walled fiberglass construction. The annulus of
the piping opens into a manway on top of the tank from which it originates.
This manway acts as a collection and monitoring point for liquids and vapors
that enter the piping's annular space. The piping is sloped such that free
liquids entering the piping annulus will drain to the manway.

(2) Piping for Diesel 0il and Waste 0il USTs

All new piping for USTs that store waste oil or diesel fuel for
generators is of wrapped steel construction installed within a trench liner.
The trench liner opens into an overliner above the tank from which the piping
originates. The overliner acts as a collection and monitoring point for
liquids and vapors that enter the trench liner. The latter is sloped so that
free liquids released from the piping drain to the overliner. Trench liners
and tank overliners are constructed of materials that are resistant to chemical
damage that could be caused by the specific materials stored in the tanks.
Dielectric unions are used to connect all carbon-steel pipe to an UST.

E. PUMP SPECIFICATIONS FOR NEW USTs AT THE GDSCC

Nine of the 13 new USTs at the GDSCC are equipped with suction pumps to
deliver their stored liquids to pertinent equipment. The three GSA/FDSs, two
at the Echo Site and one at the Mojave Base Site, are equipped with UL-approved
suction pump fuel dispensers. Each dispenser can deliver 20 gal/min of
gasoline through each dispensing hose.

Two of the 13 new USTs at the GDSCC are waste-oil tanks and are not
equipped with pumps.

The remaining two new USTs, G81-1D and G81-2D at the Mars Site, are each
of 25,000 gal capacity and deliver diesel fuel to Bldg. G81, the Mars Site
Generator Building. They are equipped with UL-approved submersible turbine
pumps, with each pump capable of delivering 20 gal of diesel fuel per minute
to Bldg. G8L.

5-7



The two submersible turbine pumps are equipped with pipeline leak detec-
tors capable of restricting the output of the pumps in the event a leak is
detected. In addition, an override system capable of bypassing or negating
the flow restriction device also has been installed. This allows GDSCC per-
sonnel to maintain antenna operations during critical tracking periods even in
the event of a piping leak.

The two, 25,000 gal-capacity, diesel fuel, new USTs at the Echo Site,
G24-1D and G24-2D, that deliver diesel oil to Bldg. G24, the Echo Site
Generator Building, are not equipped with submersible turbine pumps. The
suction pumps that already existed in Bldg. G24 are used to draw the diesel
fuel from these two new USTs.

F. SPECIFICATIONS FOR OVERFILL PROTECTION AND VAPOR RECOVERY FOR NEW USTs AT
THE GDScC

Each new UST at the GDSCC is equipped with containment fill boxes to
prevent contamination caused by either an overfilled tank or the leaking of
product-delivery hoses. The containment fill boxes have a 5-gal capacity and
are fitted with a drain assembly to return the captured product to the UST.
Each containment fill box has a traffic-rated cover and a watertight cover seal
and was installed in accordance with SBC/DEHS environmental requirements.

In addition, each of the four USTs that contain unleaded gasoline,
G27-1G, G27-2G and G42-2G at the Echo Site and M8-1G at the Mojave Base Site,
is equipped with a balance-type vapor recovery system (VRS). These VRS
include coaxial drop tubes, vapor recovery dispenser nozzles and hoses, and
vapor recovery piping. The VRSs were installed in accordance with SBC/DEHS
requirements.

G. SPECIFIC INSTALLATION OF 13 NEW USTs AT THE GDSCC

The installation of the 13 new USTs at the GDSCC is described, by site,
as follows:

(1) Echo Site:

Of the 13 new USTs installed at the GDSCC, seven are at the Echo
Site and consist of three unleaded gasoline USTs, three diesel oil USTs, and
one waste oil UST.

A detailed plot plan of the Echo Site, as of 1990, is depicted in Fig-~
ure 30. A generalized plot plan showing the location of the seven new USTs,
the building, G24, that houses the SCANN unit, and the locations of eight old
USTs that had been removed, is illustrated in Figure 31.

a. New UST Group 24
This group consists of three new USTs: two, new 25,000 gal,
diesel fuel, USTs, G24-1D and G24-2D, and a 2,000 gal waste 0il tank designated

G24-1W0. The two diesel tanks and the waste 0il tank agtually are located
northwest of Bldg. G24, the Echo Site Generator Building, and not southwest as

5-8
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erroneously indicated in Figure 31. New piping runs from the two diesel tanks
to the piping for the suction pumps that already are emplaced in Bldg. G24,
The leak-detection monitoring panel for the three G24 tanks is located inside
Bldg. G24.

The installation of one of the two G24 diesel tanks is illustrated in
Figure 32,

UST G24-1WO is a new, 2,000 gal tank to store waste oil from the lubri-
cation of the diesel generating units located in Bldg. G24. Tze tank is
connected to the previously existing piping that drained the génerating units.
The surface around the UST's fillpipe is concrete surrounded by a raised berm
to catch and contain any waste oil that is spilled while the tank is either
filled or drained.

b. New UST Group 27

This group consists of two, new, 10,000 gal, unleaded gasoline
tanks, G27-1G and G27-2G. In Figure 31, these two USTs are identified as
GSA-1 because they supply unleaded gasoline to GSA/FDS No. 1 located southwest
of Building G27.

A diagram of the new GSA/FDS No. 1 showing the pump island, two-hose
suction pump fuel dispenser, lighted overhead canopy, air and water reels,
weatherproof logbook housing, leak-detection monitoring panel, trash container,
windshield washing fluid container, paper towel dispenser, and fire extin-
guisher is depicted in Figure 33.

The specific GSA/FDS No. 1 is surfaced in concrete and is graded so that
rainwater flows to the southeast. Its lighted canopy, with a minimum vertical
clearance of 14 ft, provides protection against the elements during fueling of
vehicles. The canopy is anchored in compliance with requirements for struc—
tures located in a Seismic Zone 4 area and is sufficiently strong to withstand
the periodically powerful wind gusts experienced at the GDSCC.

All electrical and water lines between GSA/FDS No. 1 and nearby buildings
are located underground and comply with all applicable regulatory guidelines
and codes. Any signals from the monitoring panel run to the SCANN unit in
Bldg. G24, for transmission to the TFC in Bldg. 38, as depicted in Figure 34,

Installation of the two, 10,000 gal, unleaded gasoline USTs, G27-1G and
G27-2G, at the Echo Site is illustrated in Figure 35. The completed new fuel
dispensing station, GSA/FDS No. 1, is shown in Figure 36.

c. New UST Group 42

This group of two, new USTs consists of a 3,000 gal diesel
fuel tank, G42-1D, and a 2,000 gal unleaded gasoline tank, G42-1G. The two
tanks will deliver their respective fuels to GSA/FDS No. 2, a new fuel dis-
pensing station located southeast of Bldg. G42, the Heavy Equipment Shop (see
Figures 31 and 37).
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The GSA/FDS No. 2 pump island includes two, new, single-hose, suction
pump fuel dispensers. Electrical power, compressed air, and water lines are
underground and comply with all applicable regulatory guidelines and codes.

The GSA/FDS No. 2 is surfaced in concrete and is graded so that rainwater
runs to the south of the facility. Footings for the station's lighting fixture
will be sufficient to withstand the high winds experienced periodically at the
GDSCC.

(2) Mars Site:

0f the 13 new USTs installed at the GDSCC, five are at the Mars Site
and consist of two diesel oil tanks, two hydraulic oil tanks, and one waste oil
tank.

A detailed plot plan of the Mars Site, as of 1990, is depicted in Fig-
ure 38. A generalized partial plot plan showing the locations of the five new
USTs, the buildings, G8l and G82, that house the SCANN units and the locations
of five old USTs that had been removed, is illustrated in Figure 39.

a. New UST Group G81

This group consists of two, new, 25,000 gal, double-walled
steel tanks, designated G81-1D and G82-2D, located southwest of Bldg. G81, the
Mars Site Generator Building. The two USTs hold diesel o0il to supply the
diesel generators in Bldg. G8l1. Instead of being placed into a new excavation
pit, these two new USTs were interred in a pit that was expanded and shaped
following the removal of two old USTs, G81-2D and G81-3D.

New, double-walled piping runs from the tanks to the piping already
existing within Bldg. G8l. Typical views of the double-walled piping used are
illustrated in Figures 40 and 41. Connection of the double-walled piping to
the USTs is shown in Figure 42.

Submersible turbine pumps can deliver the diesel o0il to the generators at
a rate of 20 gallons/minute.

The leak-detection monitoring panel for the two new USTs is placed inside
Bldg. G81, as is the SCANN unit.

After the two new USTs were placed in the ground, and their piping connec-
tions were completed, the excavation pit was backfilled with pea gravel (see
Figure 43) and the area was resurfaced with concrete to complete the installa-
tion of the new USTs (see Figure &44).

b. New UST Group l4

This is a group of three new USTs: two are designated 14-1HO
and 14-2HO and are 10,000 gal tanks to hold hydraulic oil for the Mars Antenna,
while the third is a 2,000 gal tank designated 14-1WO that holds waste oil from
the diesel generating units in Bldg. G81.
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The two new hydraulic oil tanks and their piping, located west of Bldg.
G82, the Pump House Building, were installed before the two old hydraulic oil
tanks were removed to reduce the amount of downtime for the Mars Antenna's
hydraulic system. The leak-detection monitoring panel for USTs 14-1H0 and
14-2HO is located in Bldg. G82.

UST 14-1WO is located southwest of Bldg. G81, the Mars Site Generator
Building (see Figure 39). It is connected to the piping system that drains
the diesel generators in Bldg. G81. The surface around the UST's fillpipe is
concrete surrounded by a raised berm to catch and contain any waste oil spilled
in either filling or draining the tank. The leak-detection monitoring panel

for this UST is located inside Bldg. G81.

(3) Mojave Base Site:

0f the 13 new USTs installed at the GDSCC, only one new UST, desig-
nated M8-1G, is at the Mojave Base Site. It is a 4,000 gal, unleaded gasoline
UST located southwest of Bldg. M8, the Operations Building, in the extreme
eastern part of the site (see Figures 20 and 45).

The old UST, which M8-1G replaced, was designated M27-1G, and before its
removal was located at the very western edge of the site (see Figure 20).

The new UST, M8-1G, serves as the unleaded gasoline storage tank for the
new GSA/FDS No. 3. A more detailed diagram of the location of the GSA/FDS
No. 3 is depicted in Figure 46.

The lighted pump island at GSA/FDS No. 3 includes a new, single-hose,
suction pump fuel dispenser, an electrically powered air compressors, and a
concrete surface graded to the west for the runoff of rainwater. Electrical
power and water lines run underground to the island from nearby buildings and
they comply with all applicable regulatory guidelines and codes.

The monitoring panel alarm relay and liquid-level instrumentation send
their electrical signals to a new SCANN unit in Bldg. M8 for transmission to
the TFC in Bldg. 38 at the Echo Site.

Footings for the island's lighting are sufficiently strong to allow the
light fixture to withstand the high winds periodically experienced at the
GDSCC.

H. GENERAL: CERTIFICATION AND CALIBRATION OF THE 13 NEW USTs AT THE GDSCC

The installation of each new Plasteel Composit Underground Storage Tank
required inspections at five phases during the installation: general, visual
inspection, handling, excavation depth and bedding and backfill, and testing.
When each installed tank had passed inspections for these five phases, a Cer-
tificate of Installation was presented and signed by Mr. Robert J. Zochowski
of Joor Manufacturing, Inc., Escondido, California.

The various Certificates of Installation are presented in Appendix D.
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After the new USTs were installed, each tank was calibrated to indicate

the relationship between the depth of liquid in the tank and the amount of
liquid in the tank in gallons. The calibrations were carried out by Joor
Manufacturing, Inc., Escondido, California, and the Calibration Charts are

presented in Appendix E.
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SECTION VI

EXPANSION OF THE HYDRAULIC OIL INTERCEPTOR SYSTEM AT THE MARS SITE

The 70-m antenna at the Mars Site (DSS 14) requires hydraulic oil for its
operation. The installation of USTs 14-1HO and 14-2HO, two new USTs each of
10,000 gal capacity to supply the hydraulic oil to the antenna, is described
in Section V.G(2).

A. RAINWATER RUNOFF COLLECTION AND HYDRAULIC OIL INTERCEPTION AT THE MARS
SITE

In 1988, rainwater runoff from the Mars Antenna was collected by a concen-
tric grating-covered trench surrounding the base of the antenna and then was
channeled into two eight-in. diameter subsurface diversion pipes. In the
event of a failure in the antenna's hydraulic system, the released hydraulic
0il could enter the rainwater collection system. To prevent this oil from
being discharged into the environment, an oil interceptor system had been
installed near the end of each subsurface pipe. The interceptor system con-
sists of one 1,250-gal, concrete oil/water separator placed before each diver-
sion pipe's outfall into intermittent stream channels approximately 400 feet
from the antenna. A diagram of this rainwater collection system is depicted
in Figure 47. The oil/water separators are jdentified as 14-2WT and 14-3WT.

In the event of a catastrophic failure of the antenna's hydraulic system,
up to 11,000 gallons of hydraulic oil could have entered the rainwater collec-
tion system. The maximum capacity of the interceptor system in 1988, however,
was 2,500 gallons of hydraulic oil depending on where the 0il entered the
collection system. Thus, hydraulic oil spills greater than 2,500 gal would be
released into the environment through one or both of the intermittent stream
channels.

Such release of hydraulic oil into the environment could not be tolerated
because California State regulations require that prudent precautions be taken
to prevent environmental impairment caused by the unintentional release of
hazardous substances into the environment. Thus, expansion of the hydraulic
0il interceptor system at GDSCC's Mars Site was required as a prudent precau-
tion to prevent potential release of hydraulic oil from the antenna into inter-
mittent stream channels adjacent to the area. One previous accidental release
of hydraulic oil from the Mars antenna had been of sufficient volume to fill
the existing oil interceptor system beyond its capacity. Thus, ample expansion
of the existing interceptor system was necessary to prevent any future releases
of hydraulic oil into the environment.

B. NEW HYDRAULIC OIL INTERCEPTOR SYSTEM INSTALLED AT THE MARS SITE

In 1989, a new hydraulic oil interceptor system was created by keeping the
old system and expanding it by the addition of a bank of three new concrete
interceptor tanks to each of the two old interceptor units.
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The three, new, added tanks to each of the two interceptor lines consist
of a new 1,250 gal concrete tank connected to two new parallel, 5,000 gal
concrete tanks, connected to an old 1,250 gal tank (see Figure 48). Thus, each
of the two tanks of oil interceptors now has a capacity to catch 12,500 gal,
enough to accommodate the maximum volume of hydraulic oil that could be
released during a catastrophic failure of the hydraulic system of the Mars

Antenna.

A cross section of each of the four, new, 5,000 gal, precast concrete
oil/water separator units in the new hydraulic oil interceptor system at the
Mars Site is depicted in Figure 49.
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SECTION VII

CERTIFICATION

I hereby certify that all engineering work overseen by Engineering-
Science, Inc., Pasadena, California, and its subcontractors, at the Goldstone
Deep Space Communications Complex (GDSCC) of the Fort Irwin Military
Reservation, San Bernardino County, California, in the removal/abandonment of
26 old, single-walled, underground storage tanks (USTs) and their replacement
with 13 new, double-walled USTs at various sites of the GDSCC, and the
expansion of the capacities of the hydraulic oil interceptors at the Mars Site
of the GDSCC, as described in this report, was performed in compliance with
Federal, state and local regulations, and in accordance with good engineering

and investigative practice.

Leonard H. Kushner
Registered Professional Engineer

Signature Low K»Jﬁdk!T

February 15, 1991

Date Signed

Registration No. E9003 Electrical State: California
SF1086 Safety California
REAQ078 Environmental California
Assessor
Stamp/Seal

No. 1086

Bp. o093
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APPENDIX A

CORRESPONDENCE CONCERNING THE DESTRUCTION OF
24 OLD TANKS REMOVED FROM THE GDSCC

PRECEDING PAGE BLANK NGCT FILMED
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PAIV A0 NS FATCVAAGE PRUNCE

24399 HIGHW AY SR
HINKLEY €A 92547
(6191255 740K

March 27. 989

jenkin Construcuion
2650 Lime Avenue
Long Beach. CA 90806

Dear Sirs

On lanuary 19 through February 21 1989 we received inert and degassed
tank shells from the Goldstond Tracking Station.. This s Lo cerlity the
receipt and destruction of same.

lanuary 19 1989

10,000 gal. tank - G25-16
12.000 gal tank - G27-2D
15000 gal tank - G27-3D
12.000 gal. tank - TF-3D
12.000 ga!l tank - TF-4D

January 20, 1989

10.000 gal tank - 14-1HO
10.000 gal. tank - 14-2HO
12.000 gal tank - GR1-2D
12.000 gal tank - G81-5D
24.000 gal tank - M9-5D
24,000 gal tank - M9-2D

lanuary 23, 1989
24,000 gal. tank - M9-1D

February 21, 1989
12.000 gal. tank - G24-1D
12.000 gal tank - G24-2D

This completes the list of tanks received and destroved through this date.

Sincerely,

/. /éé; zC/

Manue! R. Gonzalez
President

PRECEDING PAGE BLANK NOT FLUMED



AVATLONESAICVAAG ERINC S

24399 HIGHWAY 53
HINKLEY CA 92347
(©19) 253-740%

Aprii 25, 1959
lenkin Construction
26%0 Lime Avenue
Long Beach, CA 90806
Dear Zirs:
On April 24, 1959, we recetved inert and degassed tank chells from the
Goldstond Tracking Statton, This is to certify the receipt and destruction of

same

4,000 23l tank - M27-1G
Y20 gal tank - 14-1WO

This completes the list of tanks received and destroyed through this date.
Jincerely,

7 dne (Wit

Manuel R Gongzalez
President



REPLY TO:

P. 0. BOX 1427
LONG BEACH,
CALIFORNIA 90801
STATE Li€C. 2245128

JENKIN CONSTRUCTION CO., 2650 LIME AVENUE, LONG BEACH, CALIFORNIA (213) 426-9351

May 8, 13989

Jet Propulsion Laboratory
4800 Oak Grove Drive
Pasadena, California 91109

Attention: Mr. Glen Kroll
Project FEngineer

Reference: Contract No. 958381
Goldstone Environmental Projects
Tank Demolition

Gentlemen:
This is to certify that the following tanks were cleaned,

removed from the ground, cut up and delivered as scrap metal
to Avalon Salvage, lnc,, 24399 Highway 58, Hinkley, California

92347:
G42-1G Al-1G
G42-2D Al1-2G
MG-4WO G70-1
M56-1WO0 G71-1

Please find, attached, two letters from Avalon Salvage, dated
March 27, and April 25, 1989, certifying receipt and destruction
of certain other tanks.

Tanks G27-1G, G81-1DA and G81-1DB were cleaned but not removed
from the ground at the request of JPL personnel.

Very truly yours,

JENKIN CONSTRUCTION CO.

1.. 1. Thomas
Project Manager

LLT:sd
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APPENDIX B

CLEANING AND EXPLOSION-LEVEL TESTING RECORDS
FOR THE OLD USTs AT THE GDSCC

B-1 PRECEDING PALZ lAnK e r D






STERLING

To:

6635 E. Florence Ave., Unit #331

SUPPLY Bell G"(‘;T;-;;;lg%r;;a 90201
company

January 9, 1989

Cleaning & Pumping Specialists Co.
2669 Myrtle Avenue Suite 111
Long Beach, Calif. 90807

Certify:

1 each model GX3 Gas & Oxygen monitor s/n X B165
was calibrated on methane and air for L.E.L. and

nitrogen for oxygen.
Work was done by approved Gastech repair station

in Anaheim, Calif. November 9, 1988 on w/o0 #6676

Safety dept.
Sterling Supply Co.

%Mwéwm
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CLEANING AND PUMPING SPECIALISTS, INC.

paTE: 4-21-39

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801
Gentlemen: (o AR

Regarding the (2,000 (aglion (Anleaded TAni G2
at the Fevp facility located at the Goldstone
Complex:

Cleaned L‘\’@i’%c‘[
visual Inspection Clean

Lower Explosion level Y
Oxygen Content A\ %

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC,

JS/vh

2669 MYRTLE AVE. SUITE LI 1. SIGNAT HILL. { 4 vOs06 ¢ PO BON UINT TONG BEACH. CA 90%09-1K07 e (213) 595-1000

B-4



CLEANING AND PUMPING SPECIALISTS, INC.
pATE: |-l - B4

Jenkin Construction Co.
P.0. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the 1%, 000 kj;g Uen t<QﬁJ ,JMLK 4a7-aD
at the éEC*HQ facility located at the Goldstone

Complex:

Cleaned l’ rﬁ’ﬁo’

visual Inspection _ (Llﬁfkki_ﬂk,
Lower Explosion level O%
Oxygen Content ék!_%ﬁ o

All calibrations were done with a Gx3 gas and oxygen monitor,

Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

e S

Jefh§;§b§karzéd$k1
Opera s Supervisor

JS/vh

2669 MYRTLE AVE _SULTE HIE SIGN AL HEED o voxne e 0 ey st D ONGOBEACH L CA S0KO0Y-1X07 & (213 §95-1000

B-5




CLEANING AND PUMPING SPECIALISTS, INC.

January 16, 1989

Jenkin Construction Company
Post Office Box 1427
Long Beach, California 90801

Gentlemen:

Regarding the 15,000 Gallon Diesel Tank G27-3D at the
Echo Facility, located at the Goldstone Complex:

Cleaned - 1-13-89

Visual Inspection - Clean

Lower Explosion Level - 0 Percent

Oxygen Content - 21 Percent

All calibrations were done with a Gx3 Gas and Oxygen

Monitor, Serial Number X8165.

CLEANING & PUMPING SPECIALISTS, INC.

Je arzenski
Supe i r rations

JS:mgb

2669 MYRTLE AVE., SUITE 111, SIGNAL HILL, CA 90806 » P.0O. BOX 91807, LONG BEACH, CA 90809-1807 ® (213) 595- 1000

B-6



CLEANING AND PUMPING SPECIALISTS, INC.

DATE: |- %9

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the _[C,0CC Gyallen uﬂleﬁdfcl‘ C‘)N‘:Ol-m,\ﬁk‘f- C‘[a‘)‘lC"’
at the Eive facility located at the Goldstone

Complex:

Ccleaned \-\4-¢q
Visual Inspection Cican

Lower Explosion level O o

Oxygen Content )\ %

All calibrations were done with a Gx3 gas and oxygen monitor,

Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

JS/vh

2669 MYRTLE AVE _SULTE 111 SIGNAET HITE . C A 908De e B0 HON 1207 TONG HEACH CA S0809-1%07 (213) $95-1000

B-7
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CLEANING AND PUMPING SPECIALISTS, INC.
DATE: |-oC &9

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

. I . " . s
Regarding the ~2,00c GoNon nleaded Gasene TR Qq;—lC—,
at the & (ho facility located at the Goldstone

Complex:

Cleaned |-\4-89
Visual Inspection Cleaw

Lower Explosion level (| %

Oxygen Content ;Q\ %

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

;o

- N
Jef karz ki
Oper Su visor

JS/vh

2669 MYRTLE AVF  SUITE 111 SIGN AL HILE R I N N RN TT IR HoOCA SORON- 15O (213) $95-1000



CLEANING AND PUMPING SPECIALISTS, INC.
DATE: |-2C 29

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the Q00 Gatlen QKS)(‘C&C‘\E\'\V. G‘-\&-&D

at the fF¢ho facility located at the Goldstone

Complex:

Cleaned \-\94-21
visual Inspection _(CAeRAQ

Lower Explosion level O%

Oxygen Content D\ %

All calibrations were done with a Gx3 gas and oxygen monitor,
serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

Js/vh

2660 MYRTLE AVE . SUITE 111, SIGNAL HIL L. CADOR06 @ b BON 21xn™ FONG BEACHOCA QOK0Y-1X07 e (211) 595-1000

B-9




CLEANING AND PUMPING SPECIALISTS, INC.
DATE: 2 -1 -2

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the 18, uee Gauen bko(leﬁL G ad-1D
at the &cho facility located at the Goldstone
Complex:

Cleaned Q-lb ¢4

Visual Inspection (Clepn)

Lower Explosion level C%
Oxygen Content <51\W;

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

0

L
Jef X arzé\é ki
Oper Supervisor

JS/vh

2669 MYRTLE AVF _SUTTE PREOSTONAT HIEY 0 5 9080 & 1" s g PONG BEACH, CA 90K09-1807 1213} 595-1000



CLEANING AND PUMPING SPECIALISTS, INC.

paTE: 2 -~11-89

Jenkin Construction Co.
P.0O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the 12,000 Gailon Dreeet Tank Ga4-2D
at the fjckjg facility located at the Goldstone
Complex:

Cleaned -\l -%9

Vvisual Inspection g:\cgh;
Lower Explosion level O%
oxygen Content 5}& 96 B

All calibrations were done with a Gx3 gas and oxygen monitor,

Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

ggffrgy SkazZenski
erations Supervisor

JS/vh

2669 MYRTLE AVE.. SUITE 111, SIGNAL HILL. CA 90k06 ® IO BOX 9IK0T LONG BEACH. CA 90809-1807 o (213) 595-1000



CLEANING AND PUMPING SPECIALISTS, INC.
DATE: |-J0-$y

Jenkin Construction Co.
P.0O. Box 1427
Long Beach, CaA 90801

Gentlemen:

Regarding the 18,000 Glln Drwesel Tanw TF-3D
at the Ednhe facility located at the Goldstone

Complex:

Cleaned |-QC %9

Visual Inspection (lefAwd

Lower Explosion level (%
Oxygen Content Q1%

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

Js/vh

2669 MYRTLE AVE SUITE LIL SIGNAT HITU ¢ A 9ox0r e [ DO HNGT EONG BEACH CA 90K09-1807 o (213) 595-1000



CLEANING AND PUMPING SPECIALISTS, INC.
DATE: {-1¢ ]

Jenkin Construction Co.
P.0O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the 14,000 Ciafien brﬁ;cl TCLAL F ’40
at the &‘Cho facility located at the Goldstone
Complex:

Cleaned \-30 -%9
Visual Inspection _CAedt) o

Lower Explosion level O %

Oxygen Content _M%

All calibrations were done with a Gx3 gas and oxygen monitor,

Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

Js/vh

2669 MYRTIE AVE _SUIITE it STGN AL HE G0 v a2 ' O TONGORE A H O A S0309-1K07 e 1213) 595-1000




CLEANING AND PUMPING SPECIALISTS, INC.

January 16, 1989

Jenkin Construction Company
Post Office Box 1427
Long Beach, California 90801

Gentlemen:
Regarding the 12,000 Gallon Diesel Tank G81-2D at the
Mars Facility, located at the Goldstone Complex:
Cleaned - 1-11-89
Visual Inspection - Clean
Lower Explosion Level - 0 Percent
Oxygen Content - 21 Percent
All calibrations were done with a Gx3 Gas and Qxygen

Monitor, Serial Number X8165.

CLEANING & PUMPING SPECIALISTS, INC.

Jeff Skarzemski

Supervisor Operations

JS:mgb

2669 MYRTLE AVE. SUITE 111, SIGNAL HILL, CA 90806 » P.O. BOX 91807, LONG BEACH, CA 90809-1807 & (213)595-1000



CLEANING AND PUMPING SPECIALISTS, INC.

January 16, 1989

Jenkin Construction Company
Post Office Box 1427
Long Beach, California 90801

Gentlemen:

Regarding the 12,000 Gallon Diesel Tank G81-3D at the
Mars Facility, located at the Goldstone Complex:

Cleaned - 1-11-89

visual Inspection - Clean

Lower Explosion Level - 0 Percent

Oxygen Content - 21 Percent

All calibrations were done with a Gx3 Gas and Oxygen

Monitor, Serial Number X8165.

CLEANING & PUMPING SPECIALISTS, INC.

e

Jefr>skarzehnsky

Supervisor Operations .

JS:mgb

2669 MYRTLE AVE., SUITE 111, SIGNAL HILL, CA 90806 ® P.O. BOX 91807, .LONG BEACH, CA 90809-1807 e (213)595-1000



CLEANING AND PUMPING SPECIALISTS, INC.
DATE: 4—(3 -9

Jenkin Construction Co.
P.0O. Box 1427
Long Beach, CA 90801

[~

Gentlemen: (¢S o) L5t /0«5}
Regarding the Dyesel Taks ¥ G3udA -* GIHDB & Slop O Thw W-WO
at the //]40% facility located at the Goldstone

Complex:

Cleaned ‘447’9q % 4-1¢-39

Visual Inspection (leald

Lower Explosion level (O% B
Oxygen Content éll 9@

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

>

JS/vh

2559 MYRTLE AVE. . SUITE 111, SIGNAL HIi L CA 90806 » P O) BON 91807 EONG BEACH. CA 90809-1807 » (213) 595-1000



CLEANING AND PUMPING SPECIALISTS, INC.

January 16, 1989

Jenkin Construction Company
Post Office Box 1427
Long Beach, California 90801

Gentlemen:

Regarding the 10,000 Gallon Hydraulic 0il Tank 14-1HO
at the Mars Facility, located at the Goldstone Complex:

Cleaned - 1-12-89

visual Inspection Level - 0 Percent

Oxygen Content - 21 Percent

All calibrations were done with a Gx3 Gas and Qxygen
Monitor, Serial Number X8165.

CLEANING & PUMPING SPECIALISTS, INC.

Jeff\é&grzéﬂéky
Supervisor Operations

JS:mgb

2669 MYRTLE AVE., SUITE 111, SIGNAL HILL, CA 90806 ¢ P.O. BOX 91807, LONG BEACH, CA 90809-1807 » (213) 595-1000

B-17



CLEANING AND PUMPING SPECIALISTS, INC.

January 16, 1989

Jenkin Construction Company
Post Office Box 1427
Long Beach, California 90801

Gentlemen:

Regarding the 10,000 Gallon Hydraulic 0il Tank 14-2HO
at the Mars Facility, located at the Goldstone Complex:

Cleaned - 1-12-89

Visual Inspection - Clean

Lower Explosion Level - 0 Percent

Oxygen Content - 21 Percent

All calibrations were done with a Gx3 Gas and Qxygen

Monitor, Serial Number X8165.

CLEANING & PUMPING SPECIALISTS, INC.

Jef rzehaky
Supervisor Operations

JS:mgb

2669 MYRTLE AVE. SUITE 111, SIGNAL HILL, CA 90806  P.O. BOX 91807, LONG BEACH, CA 90809-1K07 ® (213) 595- 1000

B-18



CLEANING AND PUMPING SPECIALISTS, INC.
pare: (-0 $9

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the a4, 0cd Galten Dv(bclTNJL MA-1D
at the Mooave facility located at the Goldstone

Complex:

Cleaned |-17-%9
visual Inspection Clep oy o

Lower Explosion level %

Oxygen Content D\ %

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST

INC.
Jef karzenski
Operati Supervisor
Js/vh
2669 MYRTLE AVE. SUITE 111, SIGNAT HILT € 290806 o P00 BON 0188 TONG BEACH. CA 90809-1807 @ {211 395-1000



CLEANING AND PUMPING SPECIALISTS, INC.

DATE:

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the 24, c00 Guiei Dresel Taax MY-2D
at the M2 dave facility located at the Goldstone
Complex:

Cleaned |-1% %9
visual Inspection (Clten

Lower Explosion level J.‘kgﬁﬂﬁ_A
Oxygen Content _ ~)| G4

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

Jef y ar ki
Operations Supé€rvisor

JS/vh

2669 MYRTLE AVE . SUITE 111 SIGNAL HILEL CAD0K0F 10 HON 41807 1GNG BEACH CA 90X09-1507 ® (213) 595-1000

B-20




CLEANING AND PUMPING SPECIALISTS, INC.
DATE: [-30 %9

Jenkin Construction Co.
P.0O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the 24,col {‘bg\\c‘\<7Q&(’J(I‘(L\]L MY -5
at the Mo 3Ave facility located at the Goldstone
Complex:

Cleaned |\=1% %9
Visual Inspection Clean

Lower Explosion level C%

Oxygen Content D\ %

All calibrations were done with a Gx3 gas and oxygen monitor,

Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

Jeffra 3karzenlki

Operations Supervisor

Js/vh

2669 MYRTLE AVE . SULTE 111, SIGNAL HITL. O X GORGEH e 3t Trony st GNG BEACH, CA 90K0Y-1X07 @ (213) 595-1000



CLEANING AND PUMPING SPECIALISTS, INC.

DATE:

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the SCC (owon Llmde il Tank M3 -duwle

at the L{og4y<_ facility located at the Goldstone
Complex:
Cleaned |- ¢gq

Visual Inspection (?]fgﬂ

Lower Explosion level (%
Oxygen Content Al %

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

Supervigor

5S/vh

SRHI MYKTLE AVE . SULLE THLSIGNAL HITY G A S0K06 o 1 BOS 5o 1 ONG B ACH CA Q0X09-1%07 » (213 $95-1000



CLEANING AND PUMPING SPECIALISTS, INC.
DATE: }-30-61

Jenkin Construction Co.
P.0O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the 1#’5-00 Ol Weste L&l Taai M‘SLG -1 Wo

at the Mo dave facility located at the Goldstone
Complex:
Cleaned _|-14-%1

Visual Inspection _ (lefed o

Lower Explosion level O%

Oxygen Content A%

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

G

Jeffrey<dSkarZehski

Operations Supervisor

Js/vh
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CLEANING AND PUMPING SPECIALISTS, INC.
paTE: H-3| -§4

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the 4,000 GQmion Walesded TANE M 82-16G
at the Mo jave facility located at the Goldstone
Complex:

Cleaned _4-3J-%9
Visual Inspection (he i

Lower Explosion level (O %
Oxygen Content 12| bQ¢C(fd'

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

JS/vh

2669 MYRTLE AVE . SUITE 111, SIGNAL HILE . C A Y0KGH o § () HON 907 TONG BEACH, CA 90809-1K07 o (213) 595-1000
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CLEANING AND PUMPING SPECIALISTS, INC.
DATE: |-0 -84

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the 1,0 Gallen Ulnleaded Gastlne Tank AL-1G
at the A(mth; facility located at the Goldstone
¥

Complex:

Cleaned ﬁﬁl«iﬁ—%ﬂ
Visual Inspection Cless

Lower Explosion level _ (0%

Oxygen Content Q%

All calibrations were done with a Gx3 gas and oxygen monitor,

Serial # XB165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

Jeffreadskarzenski

Operations Supervisor

Js/vh

4 . B « f N g DT oy . H
6A0 MY R TLE AVE  SULTE 1ot st ot o . v RN SO ACH C A SONDY-IX0T e (211) 595-1000




2664 MYRILE AVE SULTE (1) SIGN AT B Y v

CLEANING AND PUMPING SPECIALISTS, INC.

DATE: Dﬂgo/jﬂ

Jenkin Construction Co.
P.O. Box 1427
Long Beach, CA 90801

Gentlemen:

Regarding the ‘_’Z,:ECC 5 allen {inlf&deJ G)ﬁ;cbn( Tf;hﬂ A"&G,
at the le(qlg, facility located at the Goldstone
Complex:

Cleaned I'IQ‘5‘ .

Visual Inspection ( jear

Lower Explosion level (C %0
Oxygen Content rQ(96

All calibrations were done with a Gx3 gas and oxygen monitor,
Serial # X8165.

Thank you,

CLEANING & PUMPING SPECIALIST
INC.

Jeffragp<SRarzengki

Operations Supervisor

JS/vh

UINCCHE NCH O DR IR e 211 S95. 1000



CLEANING AND PUMPING SPECIALISTS, INC.

January 16, 1989

Jenkin Construction Company
Post Office Box 1427
Long Beach, california 90801

Gentlemen:

Regarding the 2,000 Gallon aviation Fuel Tank G71-1 at
the Goldstone Dry Lake Airport Facility, located at the
Goldstone Complex:

verified Clean - 1-12-89

vVisual Inspection - Clean

Lower Explosion Level - 0 Percent

Oxygen Content - 21 Percent

All calibrations were done with a Gx3 Gas and Qxygen
Monitor, Serial Number X8165.

CLEANING & PUMPING SPECIALISTS, INC.

Jefoﬁ%:fzeﬁsﬁy
SuperviIsor Operations

JS:mgb

2660 MYRTLE AVE., SUITE 111, SIGNAL HILL, CA 90806  P.O. BOX 91807, LONG BEACH, CA 90809-1807 ® (213) 595-1000
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CLEANING AND PUMPING SPECIALISTS, INC.

January 16, 1989

Jenkin Construction Company
Post Office Box 1427
Long Beach, California 90801

Gentlemen:

Regarding the 100 Gallon Gasoline Tank G70-1 at the
Goldstone Dry Lake Airport Facility, located at the Goldstone
Complex:

Cleaned ~ 1-12-89

Visual Inspection - Clean

Lower Explosion Level - 0 Percent
Oxygen Content - 21 Percent

All calibrations were done with a Gx3 Gas and Qxygen
Monitor, Serial Number X8165.

CLEANING & PUMPING SPECIALISTS, INC.

Jeff %en
Supervi Operations

JS:mgb

2669 MYRTLE AVE,, SUITE 111, SIGNAL HILL, CA 90806 ¢ P.O. BOX 91807, LONG BEACH, CA 90809-1807 ® (213)595-1000



APPENDIX C
WARRANTIES FOR THE 13 NEW USTs AT THE GDSCC

AS PROVIDED BY K&T STEEL CORPORATION,
TWIN FALLS, IDAHO
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PLASTEEL Composite® Underground
Petroleum/Motor Fuel Storage Tank

Single Wall and Double Wall

G24-1N

Y YT YR YA

X }

YN XTI LR YN )

OWNER NAME: Joor Manufacturing :

1189 Industrial Ave. =

OWNER ADDRESS: Escondida, CA z

INSTALLATION Jenkin_Construction, .
ADDRESS: JPL Goldstone Facility

Fort Irwin Milidary

U.L. NUMBER: 1158054
TYPE: Double Wall

oo €. ¢

CAPACITY: 25,000 Gallon

T Y Y YIS YR

SHIPMENT DATE: February 28, 1989

K & T STEEL CORP.

is pleased to extend, on the U.L. numbered tank and instaliation above when installed per our
instructions and to comply with N.F.P.A. Pamphlet 30 for underground steel tanks, the following
warranty:

Dy

K & T STEEL CORP.

warrants the subject PLASTEEL Composite® Underground Tank:

I. 10 be free from defects in workmanship and materials for a period of five years frum the date
of shipment.

W€

~

will not fail due to internal or external corrosion for a period of thirty (30) years from the
date of shipment when used 1o store all motor fuels including but not limited to unleaded
gasoline, leaded gasoline, gasoholinany alcohol blend percentages, 100% methanol, 1004,
ethanol, dieselfuel, jet fuel, kerosene and fuel oil. Consult manufacturer concerning other warranted
liquids.

et

O T O T Y Y Y O Y YN

This warranty is specifically limited, at our option, to the following:

C Oyl

I. Repair of the tank at our factory, freight charges not included.

2. Replacement of tank delivered to point of vriginal delivery.

Y Y Y

3. Refund of the original purchase price.

We are not liable for any labor, other installation or removal costs, indirect or consequential
damages or any other damages in connection with these tanks.

n €€l

Except as stated above, we make no warranty of merchantability, no warranty that our under-
ground PLASTEEL Composite”™ tanks are fit for any particular purpose or use and no
other warranty, expressed or implied.

FORM: WATY-188
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PLASTEEL Composite® Underground
Petroleum/Motor Fuel Storage Tank

Single Wall and Double Wall

OWNER NAME: _ dJoor Mfg. Co,
1189 Industrial Ave.
OWNER ADDRESS: . Escondido, CA
INSTALLATION ~ __ Jenkin Constructign
ADDRESS: JPL Goldstone Facility
... Fort Irwin Military
UL NUMBER: __ _ L158055

TYPE: . __ Double Wall . _
CAPACITY: 25,000 Gallon
SHIPMENT DATE: __February 28, 1989

K & T STEEL CORP.

is pleased to extend, on the U.L. numbered tank and installation abov
instructions and to comply with N.F.P.A. Pamphlet 30 for underground
warranty:

_ K & T STEEL CORP.

warrants the subject PLASTEEL Composite® Underground Tank:

I to be free from defects in workmanship and materials for a period of five vears from the date
of shipmen.

DRI DU NNy

A N S A R S L R S S R D T R

Dl Dii Ny gy

[ X X B Py

I" } X X .‘l } X | X0

e when installed per our
steel tanks, the following

N YNy

2. will not fail due 10 internal or external corrosion for a period of thirty (30) years from the
date of shipment when used 1o store all motor fuels including but not limited 10 unileaded
gasoline, leaded gasoline, gasohol in any alcohol blend percentages, 1009 methanol, 1008,
ethanol, dieselfuel, jet fuel, kerosene and {fuel oil. Consulr manufacturer concerning other warranted

hquids.

This warranty is specifically limited, at our option, to the following;
L. Repair of the tank at our Sactory, freight charges not included.
2. Replacement of tank delivered to point of original delivery.

3. Refund of the original purchase price.

We are not liable for any labor, other installation
damages or any other damages in connection with these tanks,

Except as stated above, we make no warranty
ground PLASTEEL Composite® tanks
other warranty, expressed or implied.
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of merchantability, no warranty that our under-
are fit for any particular purpose or use and no
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PLASTEEL Composite® Underground
Petroleum/Motor Fuel Storage Tank

Single Wall and Double Wall

e 0 et ool
Rt

OWNER NAME: _Joor Manufacturing Co.

~ 1189 Industrial Ave.
OWNER ADDRESS: __Escondida, CA_.

INSTALLATION _ Jenkin Construction
ADDRESS: JPL Goldstone FaciTity
_Fort Irwin Milisary
U.L. NUMBER: __L158059 & L 158060 . .
TYPE: __Double MWall
cAPACITY: 10,000 Gallon

YN O Y YO T YO Y Y

Ol

ROt

P o o€y

SHIPMENT DATE: __February 27, 1989

T I YR P YN X X X X

A IR

K & T STEEL CORP.

is pleased to extend, on the U.L. numbered tank and installation above when installed per our
instructions and to comply with N.F.P.A. Pamphle1 30 for underground steel tanks, the following
warranty:

N T N e Y

L L R R i

e K & T STEEL CORP.

warrants the subject PLASTEEL Composite® Underground Tank:

1. to be free from defects in workmanship and materials fora period of five years from the date
of shipment.

Y Y Y Y Y

2. will not jail due to internal or external corrosion for a period of thirty (30) years from the
date of shipment when used to store all motor fuels including but not limited to unleaded
gasoline, leaded gasoline, gasohol in any alcohol blend percentages, 1009% methanol, 1009
ethanol, dieselfuel, jet fuel, kerosene and fuel vil. Consult manufacturer concerning other warranted
liquids.

N e T

This warranty is specifically limited, at our option, to the following:
1. Repair of the tank at our factory, freight charges not included.

CoC 0oy e

2. Replacement of 1ank delivered 1o poini of original delivery.
3. Refund of the original purchase price.

We are not liable for any labor, other installation or removal costs, indirect or consequential
damages or any other damages in connection with these tanks.

Ottt €

Except as stated above, we make no warranty of merchantability, no warranty that our under-
ground PLASTEEL Composite” tanks are fit for any particular purpose or use and no
other warranty, expressed or implied.

D0 B B B B A B B BB B B i B BB B BV R BB R B D
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FORM: WRTY-186

P Y Y Y Y Y O T Y Y Y S X Y O Y Y Y S Y Y

COpOatpE o€

Woph RGN B R R B RO N pH R R pii P A Bt B Pl P pi R U PPl Di i R g pE PP pUYI pe
T I N I L N e L N N N L L L T O

N

C-5



I Y N e N N Y N Y N I Y 1N
A N L R L N L L R R A

RN ES R R RN LD N YN RN IR Y Y Y N N Y I Y Y I Y
U OO e

C24~1W0

X ’WARRANTY’ oo caz-am

LE X u Yy e
L L L KX

PLASTEEL Composite® Underground

- - -
. Petroleum/Motor Fuel Storage Tank A
- Single Wall and Double Wall B S
- =l
= OWNERNAME: _JOOR Mfg. Co._ ¢
e 1189 Industrial Ave. =1z
v OWNER ADDRESS: _  Escondido, CA . B I -
. INSTALLATION ___ Jenkin Construction =l
- ADDRESS: JPL Goldstone Facility alle
z ____Fort Irwin Military = . _ . 2
- UL NUMBER: ______ L158057, L158058 ,,f z E
- TYPE: . _ Double Wall o ] =
z CAPACITY. 3,000 Gallon B Hd
- SHIPMENT DATE: ..____ February 23, 1989 :

- KA T STEEL CORP. .

1s pleased to extend, on the U.L. numbered tank and installation above when installed per our
instructions and to comply with N.F.P.A. Pamphlet 30 for underground steel tanks, the following
warranty:

— ...K & T STEEL CORP

PO € T

D Bl R BN Ny § R

K warrants the subject PLASTEEL Composite® Underground Tank: o
-

z 1. to befree from defects in workmanship and materials for a period of five years from the date ~lc

& of shipment. :‘ .!

- 2. will not fail due 10 internal or external corrosion Sfor a period of thirty (30) years from the alle

Z date of shipment when used o store all motor Suels including but not limited 10 unieaded alls

= gasoline, leaded gasoline, gasohol in any alcohol blend percentages, 100% methanol, 100% =Ho
- ) ; ) ;

- ethanol, diesel fuel, jet fuel, kerosene and fuel oil. Consult manufacturer concerning other warranted H

T liquids. -1z

- i (14

hed This warranty is specifically limited, at our option, to the following: e

v L. Repair of the 1ank at our factory, freight charges not included. : i

-

E 2. Replacement of tank delivered 10 point of original delivery. Alc

- 3. Refund of 1he original purchase price. |

- . ) , o ‘ ~fle

: We are not liable for any labor, other installation or removal costs, indirect or consequential Al

: damages or any other damages in connection with these tanks, 2=

L

Except as stated above, we make no warranty of merchantability, no warranty that our under- 2l

ground PLASTEEL Composite® tanks are fit for any particular purpose or use and no i | 1

other warranty, expressed or implied. Sy | o

-l

-l

d| rorm watv.1es {- -
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PLASTEEL Composite® Underground
Petroleum/Motor Fuel Storage Tank

Single Wall and Double Wall

WNER NAME: % Co.
°© ndustrial Ave.

OWNER ADDRESS: ___ Escondido, CA 92025 .. __
INSTALLATION ___Jenkin Construction _
ADDRESS: JPL-Ggldstone_Fac.
___Fort Irwin Military Res.
U.L. NUMBER: __ L158043
TYPE: __._Double Wall _ _
CAPACITY: . 2,000 Gallon .

SHIPMENT DATE: ___ february 8, 1989

is pleased to extend, on the U.L. numbered tank and installation above when installed per our
instructions and to comply with N.F.P.A. Pamphlet 30 for underground steel tanks, the following
warranty:

K & T STEEL CORP.

warrants the subject PLASTEEL Composite® Underground Tank:

1. to be free from defects in workmanship and matrerials for a period of five years from the date
of shipment.

2. will not fail due 10 internal or external corrosion for a period of thirty (30) years from the
date of shipment when used to store all motor fuels including but not limited to unleaded
gasoline, leaded gasoline, gasohol in any alcohol blend percentages, 100% methanol, 100%
ethanol, diesel fuel, jet fuel, kerosene and fuel oil. Consult manufaciurer concerning other warranted
liquids.

This warranty is specifically limited, at our option, to the following:
1. Repair of the tank at our faciory, freight charges not included.
2. Replacement of 1ank delivered 1o point of original delivery.
3. Refund of the original purchase price.

We are not liable for any labor, other installation or removal costs. indirect or consequential
damages or any other damages in connection with these tanks.

Except as stated above, we make no warranty of merchantability, no warranty that our under-
ground PLASTEEL Composite® tanks are fit for any particular purpose or use and no
other warranty, expressed or implied.
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PLASTEEL Composite® Underground
Petroleum/Motor Fuel Storage Tank

Single Wall and Double Wall

. Joor Mfg. Co.
WNER NAME: __ _Mf 0. S
OWNE E T8 Tndustrial Ave.
OWNER ADDRESS: _____ Escondido, CA 92025 L
INSTALLATION __ Jenkin Construction
ADDRESS: JPL-Goldstone Fac.
___Fort Irwin Milatary Res.
UL NUMBER: ___L158052 L
TYPE: _____Double Wall. -
CAPACITY: 25,000 Gallon
SHIPMENT DATE:  February 13, 1989

K & T STEEL CORP.

1s pleased to extend, on the U.L. numbered tank and installation above when installed per our
instructions and to comply with N.F.P.A. Pamphlet 30 for underground steel tanks, the following
warranty:

K& T STEEL CORP.

warrants the subject PLASTEEL Composite® Underground Tank:

. 1o befree from defects in workmanship and materials for a period of five years from the date
of shipment.

[

- will not fail due to internal or external corroston for a period of thirty (30) vears from the
date of shipment when used 1o store all motor fuels including but not limited 1o unleaded
gasoline, leaded gasoline, gasohol in any alcohol blend perceniages, 1009% methanol, | 00
ethanol, diesel fuel, jet fuel, kerosene and, (fuel oil. Consuli manufaciurer concerning other warranted
liquids.

This warranty is specifically limited, at our option, to the following:
1. Repair of the tank at our factory., JSreight charges not included.
2. Replacement of tank delivered 1o poini of vriginal delivery.
3. Refund of the original purchase price.

We are not liable for any labor, other installation or removal costs. indirect or consequcntial
damages or any other damages in connection with these tanks.

Except as stated above, we make no warranty of merchantability, no warranty that our under-
ground PLASTEEL Composite” tanks arc fit for any particular purpose or use and no
other warranty, expressed or implied.

BB R PR D RN i Ui BO MU R NG N R FA RN i MURA B pu U

Cip€ 0,0

YN
CoCan O e €ty

D2 b 3 b b 3 hiB D he Ao bbb b bRl
R N N N R T I R S L L L

G81-1D

S X

Do ho DI PU NI NI

D MO N R R WY pu P
o€ O nt

N Yo

O entp

(RN L X

3

N XYY Y Y

NN
AR S I N L T L L ]

Y Y Y Y Y Y YT Y
3

OO €O e e g

N YN

N Y S Y Y Y
C Oy

TR R et €




Y Y Y YN YD XP TN 1D 1N
OO0

Dihe AR Do DiIDI D R D
o €0 T

Do Rl N B B N Do B
W G Oy

+++WARRANTY+.

G81-2D

wCpCp

YO Y XY

PLASTEEL Composite® Underground
Petroleum/Motor Fuel Storage Tank

Single Wall and Double Wall

eyl

CRI RN AR D
ettty Ot
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FYE T YIS YRt UMM D

- -
=lle -
P | -
Al . Joor Mfg. Co. =
OWNER NAME: ____ ! Co. .
= IIB'Q—Ir_laustmaT Ave. v
B OWNER ADDRESS: _____Escondido, CA. . . :
Ale INSTALLATION ___ Jenkin Construction -
all- ADDRESS: JPL GoTdstone Facility -
B ___Fo g
-lI= U.L. NUMBER: L158053 -
2l -
all- Tvpe: . Double Wall . -
B CAPACITY: _ 25,000 Gallon. _ ..
=li= SHIPMENT DATE: ___February 15, 1989
-

- K & T STEEL CORP.

is pleased to extend, on the U.L. numbered tank and installation above when installed per our
instructions and to comply with N.F.P.A. Pamphlet 30 for underground steel tanks, the following
warranty:

W ey

0 €

S . K&T STEEL CORP.

warrants the subject PLASTEEL Composite® Underground Tank:

1. to be free from defects in workmanship and materials for a period of five years from the date
of shipment.

2. will not fail due to internal or external corrosion for a period of thirty (30) years from the
date of shipment when used 10 store all motor fuels including but not limited to unleaded
gasoline, leaded gasoline, gasohol in any alcohol blend percentages, 100% methanol, 100%
ethanol, diesel fuel, jet fuel, kerosene and fuel oil. Consult manufacturer concerning other warranted
liquids.

Cpee ety

YL )

[N EANG

o Uptytp

This warranty is specifically limited, at our option, to the following:
1. Repair of the 1ank at our factory. freight charges not included.
2. Replacement of rank delivered to point of original delivery.
3. Refund of the original purchase price.

C Oyt
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We are not liable for any labor, other installation or removal costs, indirect or consequential

- . .
A damages or any other damages in connection with these tanks. z
2 Except as stated above, we make no warranty of merchantability, no warranty that our under- 2
- ground PLASTEEL Composite” tanks are fit for any particular purpose or use and no =
other warranty, expressed or implied. -
-
-
FORM: WRTY-188 3
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PLASTEEL Composite® Underground
Petroleum/Motor Fuel Storage Tank

Single Wall and Double Wall

I N Y T3

CuC Oy

N YN Y Y

_Joor Mfg. Co.
1189 Industrial Ave.
Escondida, CA. 92025

OWNER NAME:

SO €O

OWNER ADDRESS:
__denkin Construction
JPL-Goldstone Fac.
___Fort Irwin Military Res.

UL NUMBER: _

INSTALLATION

R Y X Y Y

X YR Y Y
L L B K

_Double Wali
10,000 Gallon

SHIPMENT DATE: February 8, 1989

YNy Yy

K & T STEEL CORP.

mbered tank and installation above when installed per our
instructions and to comply with N.F.P.A. Pamphlet 30 for underground steel tanks, the following
warranty:

XN XY

K& T STEEL CORP.

warrants the subject PLASTIEEL Composite® Underground Tank:

1. 10 be free from defects in workmanship

2.

This warranty is specifically limited, at our option, to the following:

I
2
3

We are not liable for any labor, other installation or removal costs, indirect or consequential
damages or any other damages in connection with these tanks.

Except as stated above, we make no warrant
ground PLASTEEL Composite® tank
other warranty, expressed or implied.

DD Db b b U RN P
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and materials for a period of five years from the date

COCOHOOOC 00T

YN

will not fail due 10 internal or external corrosion
date of shipment w

for a period of thirty (30) years from the
hen used 10 store all motor fuels including but not limited 10 unleaded
gasoline, leaded gasoline, gasohol in any alcohol blend percentages, 100% methanol, 100%
ethanol, diesel fuel, jet fuel, kerosene and fuel oil. Consult manufacturer concerning vther warranted

INYre

Repair of the tank at our factory, freighs charges not included.
- Replacement of tank delivered 1o poini of original delivery.
- Refund of the original purchase price.
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y of merchantability. no warranty that our under-
s are fit for any particular purpose or use and no
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«o+ WARRANTY ¢+

14-2H0

PLASTEEL Composite® Underground
Petroleum/Motor Fuel Storage Tank

Single Wall and Double Wall

OWNER NAME: . . Co. ]
1189 TndustriaTl Ave.

__ Escondido, CA 92025

Joor Mf%.

OWNER ADDRESS:

INSTALLATION _ __ Jenkin Construction
ADDRESS: JPL-Goldstone Fac.
_Fort Irwin Military Res.
U.L. NUMBER: . _L158047
Type: . _Double Wall __
CAPACITY: 10,000 Gallon

SHIPMENT DATE: __ february 8, 1989

K & T STEEL CORP.

is pleased to extend, on the U.L. numbered tank and instaliation above when installed per our
instructions and to comply with N.F.P.A. Pamphlet 30 for underground steel tanks, the following
warranty:

K & T STEEL CORP.

warrants the subject PLASTEEL Composite® Underground Tank:

L. 10 be free from defects in workmanship and materials for a period of five years from the date
of shipment.

2. will not fail due to internal or external corrosion for a period of thirty (30) vears from the
date of shipment when used 10 store all motor fuels including but not limited to unleaded
gasoline. leaded gasoline, gasohol in any alcohol blend percentages, 100% methanol, 100%
ethanol, diesel fuel. jet fuel, kerosene and fuel oil. Consult manufacturer concerning other warranted

liquids.

This warranty is specifically limited, at our option, to the following:
1. Repair of the tank at our factory, freight charges not included.
2. Replacement of tank delivered to point of original delivery.

3. Refund of the original purchase price.

We are not liable for any labor, other installation or removal costs, indirect or consequential
damages or any other damages in connection with these tanks.

Except as stated above, we make no warranty of merchantability, no warranty that our under-
ground PLASTEEL Composite™ tanks are fit for any particular purpose or use and no
other warranty, expressed or implied.
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P € Cul ot

PLASTEEL Composite® Underground 2
Petroleum/Motor Fuel Storage Tank [
b | g

Single Wall and Double Wall =l

oy | b

. Joor Mfg. Co. 15 é

OWNER NAME: I8 Tndiistoial Ave. - ~fi=
OWNER ADDRESS: _ . Escondida, CA 92025 2=
-Hw

INSTALLATION __Jenkin Construction A~
ADDRESS: JPL-Goldstone Fac. all-

_Fort Trwin Military Res. =i

UL NUMBER. __L158042 - : =
TYPE: Double Wall B

~lle

CAPACITY: 2,000 Gallon__ B
SHIPMENT DATE: ~ February 8, 1989 2=

K & T STEEL CORP,

is pleased to extend, on the U.L. numbered tank and installation above when installed per our
mstructions and to comply with N F.P. A. Pamphlet 30 for underground steel tanks. the following
warranty:

L XN X N X XU
X YN Yy

OO Ol € e

K & T STEEL CORP.

warrants the subject PLASTEEL Composite® Underground Tank:

L. to be free from defects in workmanship and materials for a period of five years from the date
of shipment.

XYY

Ut

2. will not fail due to internal or external corrosion for a period of thirty (30) years from the

date of shipment when used to store all motor Suels including but not limited to unleaded
gasoline, leaded gasoline, gasohol in any alcohol blend percentages, 1009 methanol, 100
ethanol, diesel fuel, jet fuel, kerosene and fuel oil. Consult manufacturer concerning other warranted
liquids.

L

This warranty is specifically limited, at our option, to the following:

NN Y YRYF Y

DA NI NN NN Py
P oo €0 gl

L. Repair of the tank ar our factory, freight charges not included.
2. Replacement of tank delivered to point of original delivery.

3. Refund of the original purchase price.

We are not liable for any labor, other installation or removal costs, indirect or consequential
damages or any other damages in connection with these tanks

Cr- oty OOt

Y

O €

Except as stated above, we make no warranty of merchantability, no warranty that our under-
ground PLASTEEL Composite™ tanks are fit for any particular purpose or use and no
other warranty, expressed or implied.

T
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+o+ WARRANTY?e»

M8-1G

PN

L ¥

PLASTEEL Composite® Underground
Petroleum/Motor Fuel Storage Tank

Single Wall and Double Wall

A OGO p bt Ual gty

€€

P O Y Y Y Y Y YO Y

YN Y YN Y YR YOI XN

= OWNER NAME: _ __ . Joor Mfg. Co.

< 1189 Tﬁ%ustmaT Ave. 4
- OWNER ADDRESS: _ __Escondido, CA :
E INSTALLATION _Jenkin Construction = _ -
> ADDRESS: JPL GoTdstone Facility -
- ___Fort Irwin Military ] =

= UL NUMBER: _ L158051 L :=

all- TyPe: .. _ Double -

B CAPACITY: __ 4,000 Gallon

o SHIPMENT DATE: . February 23, 1989

-

_K & T STEEL CORP.

is pleased to extend, on the U.L. numbered tank and instaliation above when installed per our
instructions and to comply with N.F.P.A. Pamphlet 30 for underground steel tanks. the following
warranty:

n R Co €0l

o __K & T STEEL Corp.

warrants the subject PLASTEEL Composite® Underground Tank:

L. 10 be free from defects in workmanship and materials for a period of five years from the date
of shipment.

2. will not fail due to internal or external corrosion for a period of thirty (30) years from the
date of shipment when used to store all motor fuels including but not limited 1o unleaded
gasoline, leaded gasoline, gasohol in any alcohol blend percentages, 100% methanol, 100%
ethanol, dieselfuel, jet fuel, kerosene and fuel oil. Consult manufaciurer concerning other warranted
liquids.

Y N Y T Y T Y Y Y Y Y X Y

W oy ey

et

Wl

This warranty is specifically limited, at our option. to the following:
1. Repair of the tank at our factory, freight charges not included.

o aply

2. Replacement of tank delivered to point of original delivery.

3. Refund of the original purchase price.

We are not liable for any labor, other installation or removal costs, indirect or consequential
damages or any other damages in connection with these tanks.

Y O Y i T Y

W€

Except as stated above, we make no warranty of merchantability. no warranty that our under-
ground PLASTEEL Composite® tanks are fit for any particular purpose or use and no
other warranty, expressed or implied.

Y Y Y

FORM: WRATY-188
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APPENDIX D

CERTIFICATES OF INSTALLATION FOR THE 13 NEW USTs
AT THE GDSCC AS WITNESSED BY JOOR MANUFACTURING, INC.,
ESCONDIDO, CALIFORNIA
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CERTIFICATE
OF INSTALLATION

FOR THE

PLASTEEL COMPOSIT" UNDERGROUND
TANK

In compliance with Part 280 of Title 40 of the Code of PLASTEEL® TANK DATA
Federal Regulations, this document may be implemented 1o . . .
Frect Subpan B. paragraph 28020 (c1. CERTIFICATION OF The U.L. Label and serial number is on the top centerline of
INSTALLATION. the tank and also listed on the delivery document.
. . SIZE IN GALLONS TYPE (DW OR SW) U L. SERIAL NUMBER
The installer must initia} all sections below representing that
the installer has read. was cognizant of and has completed. as 25000 P/’ D w L,~/m5y
applicable, all sections of the PLASTEEL COMPOSIT™ Tank 4
Installation Instructions attached hereto. 9,5‘@ 901, b w A-159 OB5
30009/ ow L- 15057
INSTALLATION CHECK-OFF
COMPLETION LIST
INSTALLA COMPAN
SECTION INITIAL ~ DATE STALLATION MPANY
I GENERAL 33469 Jenkin Construction Co.
NAME
I, VISUAL INSPECTION 339 P.0. Box 1427
I1l. HANDLING 3369 ADDRESS
IV. EXCAVATION DEPTH, BEODING AND BACKFILL } 33¢9 Long Beach, CA 90801
CITY STATE 2P
V. ANCHORING SYSTEMS Nehe 13
Vi TESTING .&g 3339 42 426-9351
Vil. VENTING: DOUBLE WALL optional INSTALLATION COMPLETION/SUPERVISOR'S SIGNATURE
VI PLASTEEL* SEALING PROCEOURES meeting held ; o o
] 3/2/89. The responsible supervisor's signature below represents that
phases [ through VHI were proghrly completed per the PLAS-
INSTALLATION DESCRIPTION TEEL.COM IT™ Insfllatioff Instructions:
® ' .
PLASTEEL® TANK OWNER sl érgﬁ 22

Jgt Propulsion Laboratory
4800 Oak Grove Drive

ADDRESS

Pasadena, CA 91109

CITY, STATE, 2IP

INSTALLATION SITE

Goldstone
ADDRESS

Irwin, CA

Ft.
CITY,STATE 2P

Wﬁgej:er ~7 Zochowel<!

Jpor MancFacter )nﬁ' Lre.
YOUR PLASTEEL® TANK MANUFACTURER IS:

Joor Manufacturing, Inc.
NAME

1189 Industrial Avenue
ADDRESS

Escondido, CA 92025

CITY, STATE ZIP

<619 745-0971

TELEPHONE

D-3

PRECEDING PAGE BLANK NOT FiLMED
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CERTIFICATE
OF INSTALLATION

FOR THE

PLASTEEL COMPOSIT " UNDERGROUND
TANK

In compliance with Part 280 of Title 40 of the Code of PLASTEEL" TANK DATA

Federal Regulations. this document may be miplemented to . . .
3 . SR ~ AT : The U.L. Label and serial number is on the top centerline of
" " P > > . S : o
meet Subpart B, paragraph 280.20 (¢1. CERTIFICATION OF the tank and alvo listed on the delivery document.

INSTALLATION.

SIZE IN GALLONS TYPE (OW OR SW) U.L. SERIAL NUMBER

The installer must initial all sections below representing that
the installer has read. was cognizant of and has completed, as . D . 2
oe somp lo,002 P w 4 158069

applicable. all sections of the PLASTEEL COMPOSIT ™ Tunk

Instatlation Instructions attached hereto )ﬂ/w ?/ ’ DW /\ = /5 8‘040

INSTALLATION CHECK-OFF

COMPLETION LIST
SECTION ﬁm L oae INSTALLATION COMPANY
| GENERAL -33% Jenkin Construction Co.
NAME
1. VISUAL INSPECTION 334
; P.0. Box 1427
i1, HANDLING 3 3@  aooness
IV EXCAVATION DEPTH BEDDING AND BACKFILL [‘i g < Jong Beach, CA 90801
V. ANCHORING SYSTEMS ' ne. 213, 426-9351
VL. TESTING 2 A 325 gp TELEPHONE
% Vil. VENTING DOUBLE WALL dptional INSTALLATION COMPLETION/SUPERVISOR'S SIGNATURE
VIl PLASTEEL® SEALING PROCEDURES meeting held ™ b o
3/2/89. ¢ responsible supervisor’s signature below represents that
phases I through VII were proj rly completed per the PLAS-

|NSTALLATION DEscn.pﬂnon TEEL COMPOSIT™ Inst igh Instructions:
% PLASTEEL* TANK OWNER S@{Jm ,{/ 3 'é;%
Jet Propulsion Laboratory arf' ,7‘) Z ‘A 9@5}4/,
m PRINT NAME f
4800 Oak Grove Drive N~ Manoacl,

NAME

ADORESS YOUR PLASTEEL" TANK MANUFACTURER IS

Pasadena, CA 91109
CITY, STATE, 2P Joor Manufacturing, Inc.
NAME
INSTALLATION SITE Msﬁ?s Industrial Avenue
Goldstone E
ADDRESS c»r?%g&d}pdo » CA 92025
Fedtyin, CA £19,/745-0971

L

D-4
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CERTIFICATE
OF INSTALLATION

R CER s 5

PLASTEEL COMPOSIT UNDERGROUND
In compliunce with Part 280 of Title 40 of the Code of PLASTEEL’ TANK DATA
Federal Regulations. this document may be implemented to , . . . e ot enterline
meet Subpart B, paragraph 280.20 (e), CERTIFICATION OF th ;rheklfﬁl‘j’ lfd,b'f'l fmdd .‘r[[]h” liuvll',l.m:f\ ’I ” :F.)\;,[: peenterhine of
INSTALLATION. e tank and also fisted o1 (GRS I AU ANNIRARTIREN
. - . . SIZE IN GALLONS TYPE (DW Ok W) L1 SERIAL NUMBER
The installer must initial all sections below representing that
the installer has read. was cognizant of and has completed, as 3](2‘[’ 9(;/ D W Y- 15‘%()53
applicable. all sections of the PLASTEEL COMPOSIT™ Tank ) P
[nstallation Instructions attached hereto. Ql(m ol - oy h15%0 Y3
INSTALLATION CHECK-OFF
COMPLETION LIST
INSTALLATION COMPANY
SECTION
I GENERAL d’inkin Construction Co.
% 1. VISUAL INSPECTION P.0. Box 1427
1. HANDLING ADDRESS
IV, EXCAVATION DEPTH, BEDDING AND BACKFILL c.l%%‘ Elggach. CA 90801
V. ANCHORING SYSTEMS (213) 426-9351
VI. TESTING TELEPHONE
% Vil. VENTING: DOUBLE WALL INSTALLATION COMPLETION/SUPERVISOR'S SIGNATURE
VI PLASTEEL® SEALING PROCEOURES me;;iMeld The responsible supervisorfssignatuze below tepresents that
3-2-89. phases I through VIIE wlire properly conpleted per the PEAS-
INSTALLATION DESCRIPTION TEE)CO [P Itadigtipn Iostructions
PLASTEEL® TANK OWNER Ry ; l‘é B-le &7
Jet Propulsion Laborator . '
NAME 4 ot [’Méﬂ ’Vu ?DGA ows lﬁ/
INT NAME o,
= 4800 Oak Grove Drive Narr- [apcFacdvripg
ADORESS YOUR PLASTEEL' TANK MANUFACTURERIS:
Pasadena, CA 91109
I STATE 2P Joor Manufacturing, Inc.
NAME
INSTALLATION SITE 1189 Industrial Avenue
ADDRESS
Goldstone Escondido, CA 92025
ADDRESS CITY STATE ZiP
cgs's'urlgyin’ CA ;QL]-E%LO?«Ea 5-0971
QA st FAU BRI
R R R R e R LR PR R R R Bk A EeB ek

cil
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CERTIFICATE

More G,le

G81-1n
G81-2Dp

OF INSTALLATION

FORTHE

PLASTEEL COMPOSIT UNDERGROUND
TANK

-

In comphance with Part 230 0 Litie 40 0F the Cenle ol PLASTEEL' TANK DATA
Federal Regulations. s docanient s be nrplermented oo
N ~ N . the UL T abel and senad number is on the top centerline of

;::h:l' »:;“Tl“\':r'(':x Patagiapl SN0 CERTHICAHON O the tank and abso Tisted on the dehnvers document

SiZE INGALLONS TYPE (DW OR Sw, UL SERIAL NUMBER

Thenstadior st mtad sl secinons bolow soran o that ‘1 _

the instabler Bus read was Comrzant v wnd s G i s ',Zlb“,g(’[‘) Dy W L\\ ) g’t)5'2
applicable. wl seciiomns cathe PEASTEET ll\H‘)\’I Fank )
Instadlation Instrucons attae hed hesci ().b"’ ore D W A\Ig‘?ﬂﬁ
INSTALLATION CHECK-OFF
COMPLETIONLIST

INSTALLATION COMPANY
SECTION NLAL DATE
| GENERAL i) . t=17#%  Jenkin Construction Co.

raME
H VISUAL INSPEUTION "\"7‘69 P.O. Box 1427
i HANDUING I VIS BRI
IV EXCAVATION DEPTH HE L1ING AND BACKEL « ' 217 959 Longugeach. CA 90801

TLSTA P
V ANCHORNG SYSTEMS ore 213 426-935]
Vi TESTING ﬁ‘}}' A-1749 L e
v

Vil VENTING DOUBLE WALL optional INSTALLATION COMPLETION/SUPERVISOR'S SIGNATURE

VIN PLASTEEL SEALING PROLELUKE 5

3/2/89.
INSTALLATION DESCRIPTION
PLASTEEL' TANK OWNER

Jet Propulsion Laboratory

NAME

4800 Oak Grove Drive

AJDRLSE

Pasadena, CA 91109

City STATE Zip

INSTALLATION SITE
Goldstone

ANDRE

Ft.ngwin, CA

SoTe LA

meeting held

BB AR B B e e B i e T,

The tesponsbic super o s sipnature below represents that

pligses I ihrough A I[I \\\rgylpul completed per the PLAS-

C? OMPOI nstalliffon Tgatructions:
’ IL/MQ

’\Q&r Zoe h O /rz

Neoor MoangFactoripe Ine.
YOUR PLASTEEL TANK MANUFACTURER S:

Joor Manufacturing, Inc.

1189 Industrial Avenue
AR

Escondido, CA 92025
VR

619 745-0971

-

E%g

-
.
-
-
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CERTIFICATE
OF INSTALLATION

FORTHE

PLASTEEL COMPOSIT UNDERGROUND
TANK

fors Srte.

14-1H0
14-2HO

In comphiance with Part 2300 or ke 40 op the Code o
Federat Regulations. s dociment sy be mplomented e
meet Subpart B paragiaple 230 20 en CERTICATION OfF
INSTALLATION

The instatler must it all sechons belorepresenting i
the installer Bas read. was covnizant vl and s completed s

Lok

applicable. all sections of the PEASTHET € ONONT)
Instadliation Instractions athached heseto

INSTALLATION CHECK-OFF
COMPLETION LIST

SECTION

I GENERAL

11 VISUAL INSPECTION

111 HANDUING

IV EXCAVATION DEPTH BE UG AND BACKFILL
V. ANCHORING SYSTEMS

Vi TESTING

VIl VENTING DOUBLE WALL bptional

VIl PLASTEEL SEALNG PRUCT Lk meeting held
3/2/89.

INSTALLATION DESCRIPTION
PLASTEEL* TANK OWNER

»i&F Propulsion Laboratory

48

ADDR

Rasadepa, CA 91109

g Oak Grove Drive

INSTALLATION SITE
Goldstone

ADDRESS

Ft.

CITe STATE

Irwin, CA

I

@mwmwgwwmmwwwmmwwmmmww

PLASTEEL" TANK DATA

The U1 Label and sernal number 1s on the wp centerline of
the tark and adse Tisted on the defivery document,
UL SERIAL NUMBER

SIZE I GALLONS TYPE (DW OR SW)

10, a0 oW L i58pus
0,000 D h- 158047
INSTALLATION COMPANY

}Jenkin Construction Co.

.0, Box 1427

Long Beach, CA 90801

e STATE ZIR

213- 426-9351

FLE b
INSTALLATION COMPLETION/SUPERVISOR'S SIGNATURE

1ie esprasible supersisor's signature below represents that
Phases Etheouzsh N were propegh completed per the PLAS-

I'HE \U/v italffiionfhstructions:
T / DATE

ﬂﬂé 1T A, Zvr,éﬂwsk,'

Tonr Mencfac Tucire Ire..
YQURPLASTEEL TANK MANUFACTURERIS:

2 -14-89

ggot Manufacturing, Inc.
}189 Industrial Avenue
Escondido, CA 92025

619 745-0971
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CERTIFICATE
OF INSTALLATION

FOR THE

PLASTEEL COMPOSIT " UNDERGROUND
TANK

220

Mere S/te- .

14-1wo

KO\ |
e
A

In comphance with Part 280 of Title 40 of the Code of PLASTEEL" TANK DATA
Federal Regulations. this document may be implemented to
meet Subpart B. paragraph 280.20 (e, CERTIFICATION OF
INSTALLATION.

The U.L. Label and serial number is on the top centerline of
the tank and also listed on the delivery document.
. . SIZE IN GALLONS TYPE (OW OR SW) U.L. SERIAL NUMBER
The instatler must initial all sections below representing that g
the installer has read. was cognizant of and hus completed. as A, O /, D W [\_ 1580y
applicable. all sections of the PLASTEEL COMPOSIT ™ Tunk / w ?
Installation Instructions attached hereto

INSTALLATION CHECK-OFF
COMPLETION LIST
SECTION INITIAL ~ DATE INSTALLATION COMPANY
| GENERAL V] . 2-27.¢9 Jenkin Construction Co.
NAME
. VISUAL INSPECTION . © A9 .0, B 1427
. HANDLING 2-27.49 acowss DO
IV. EXCAVATION DEPTH. BEDDING AND BACKFILL 2 %)-99 CI-;OHS l‘:Beach, CA 90801
ITY. STATE ZIP
V. ANCHORING SYSTEMS loh e ,
VI TESTING 2. 2759 (2L3,,426-9351
VIl VENTING DOUBLE WALL optional INSTALLATION COMPLETION/SUPERVISOR’S SIGNATURE
VIl PLASTEEL® SEALING PROCEDURES meeting held Th ) . )
3/2/89 ¢ responsible supervisor's signature below represents that
) . phases I through VIII were proper] completed per the PLAS-
INSTALLATION DESCRIPTION TEEL COMPOSIT™ Instaljation Ifstructions:
PLASTEEL® TANK OWNER , A A-27-89
SIGNATURE DATE
Jet Propulsion Laborat ‘ '
NAME P ratory pnﬁﬂkll‘f "7-1 20(140,4/5#[
4800 Oak Grove Drive Noor- ManuFaeclurine Zne.
ADDRESS YOUR PLASTEEL"* TANK MANUFACTO%ER IS:
Pasadena, CA 91109
CITY. STATE 2P N{ggr Manufacturing, Inc.
INSTALLATION SITE 1189 Industrial Avenue
AUDAESS
Goldstone
ADDRESS cEw:r%csgPsdz%?do , CA 92025
Ft. Irwin, CA 619,745-0971
CITy STATE 21P TELEPHONE
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CERTIFICATE
OF INSTALLATION

FORT

PLASTEEL COMPOSIT UNDERGROUND

TAN

Maobave

M8-1G

HE

K

In compliance with Part 280 of Title 40 of the Code of
Federal Regulations. this document may be implemented to
meet Subpart B. paragraph 280.20 (e), CERTIFICATION OF
INSTALLATION.

The installer must initial all sections below representing that
the installer has read. was cognizant of and has completed. as
applicable, all sections of the PLASTEEL COMPOSIT™ Tank
Installation Instructions attached hereto.

INSTALLATION CHECK-OFF
COMPLETION LIST
SECTION INIAL  DATE

1. GENERAL } 31499
IL. VISUAL INSPECTION 357
Il HANDLING 3137
IV. EXCAVATION DEPTH, BEDDING AND BACKFILL T~ 59
V. ANCHORING SYSTEMS ke -

VI, TESTING ﬂ 374697
Vil VENTING: DOUBLE WALL o Cioﬂﬂl

VIIl. PLASTEEL® SEALING PROCEDURES :e;t;:g held
INSTALLATION DESCRIPTION

PLASTEEL® TANK OWNER

Jet Propulsion Laboratory

NAME

4800 Oak Grove Drive

ADDRESS

Resadspa, CA 91109

INSTALLATION SITE

Goldstone

ADDRESS

Ft. Irwin, CA

CITY STATE. 2P

Fﬂ%%%%ﬂ%%%%%% &

Al
I ‘\

PLASTEEL" TANK DATA

The U.L. Label and serial number s on the 1op centerhine of
the tank and also isted on the delivery document

SIZE IN GALLONS TYPE {DW OH SW UL SERIAL NUMBER

qav . DWW 11159057
INSTALLATION COMPANY

Jenkin Construction Co.

NAME

P.Q. Box 1427

ADDRESS

Long Beach, CA 90801

CITY. STATE 2IP

1219 426-9351

TELEPHONE

INSTALLATION COMPLETION/SUPERVISOR'S SIGNATURE

The responsible xuper\nur s pignature below represents that
phases I !hrou VI were, 1y completed per the PLAS-
T nstaffati !lnslruumn\

?-14%9.

SlG M’UR GATE

T Cahowsh
4 (‘VC 4](///
Naw [Mop Vs Regls_

YOUR PLASTEEL" TANK MANUFACTU

PRINT NAME ,

Joor Manufacturing, Inc.
NAME

1189 Industrial Avenue

ADDRESS

ndido, CA 92025

CWY STATE 2P

619,745-0971

TELEPHONE







APPENDIX E

CALIBRATION CHARTS FOR THE 13 NEW USTs AT THE GDSCC
AS PROVIDED BY JOOR MANUFACTURING, INC.,
ESCONDIDO, CALIFORNIA
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